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NOTES: 1 | BrRass A\ CLAMP NUT 13
/N SINGLE PACKING: ONE CONNECTOR PER LABELED BAG PACKAGED. LABELED PER TEC—107-115 1 | BRASS A\ | wASHER 12
1 | SILICONE RUBBER A\ | GASKET 1
/A Ag PLATING
1 | BrAsS A\| SLEEVE 10
/A Ni PLATING
1 | PTFE DIELECTRIC 9
/A PASSIVATION RECOMMENDED 1 | BrASS A\ center contact | 8
/A\ THIS ITEM MUST BE WHITE AR F_STRIPENG DI 1| BRass A\ Booy 7
6 ELECTRICAL CHARACTERISTICS 1 | BRASS A\ | WASHER 6
FREQUENCY RANGE: DC — 1 GHz 45— 1o 1 | STAINLESS STEEL /A | SPRING 5
NOMINAL IMPEDANCE: 75 Ohm
INSULATION RESISTANCE: 5000 MOhm E@ 1 | Brass A\| washer 4
WORKING VOLTAGE: 500 Volts RMS at Sea Level
DIELECTRIC WITHSTAND VOLTAGE: 1500 Volts RMS Max 1| SILICONE RUBBER A\ | GASKET 3
CONTACT RESISTANCE: 1 PTFE DIELECTRIC 2
CENTER CONTACT: 1.50 mOhm Max 8.5 ——I
OUTER CONTACT: 1.00 mOhm Max 1 | BRASS A\| couPLING NUT 1
VSWR @ 1GHz: 1.3 Max —_
INSERTION LOSS dB @ x 1 GHz: 0.2 Max 1--0 MATERIAL DESCRIPTION _ | ITEM
7 MECHANICAL CHARACTERISTICS
COUPLING NUT RETENTION FORCE: 180N Min QUANTITY PER ASSY PARTS LIST
DURABILITY: 500 Cycles Min THIS DRAWING IS A CONTROLLED DOCUMENT. |*Ri1a 710 07sEP2012 p— o
8 ENVIRONMENTAL CHARACTERISTICS 07SEP2012 <= E TE Connectivity
OPERATING TEMPERATURE: —40 to +85 DegC DIMENSIONS: TOLERANGES UNLESS GARY GAO
OTHERWISE SPECIFIED:  |APVD 07SEP2012 | NAME
9 SUPPLIED SEMI—ASSEMBLIED (PACK CONTAINS LOOSE PIECES) mm MARTIN _YE BNC STRAIGHT PLUG SOLDER (PS) 75 Ohm
0 PLC 4+ - PRODUCT SPEC
1 PLC +0.2 URM202
E@} E 2 PLC +0.1 —
3 PLC + - APPLICATION SPEC
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COMPONENTS

MAIN BODY CENTER CONTACT DIELECTRIC SLEEVE WASHER

CLAMP NUT

<=+ -

ASSEMBLY INSTRUCTIONS

STEP 1: PREPARATION OF CABLE
1. TRIM CABLE TO DIMENSIONS SHOWN. BE CAREFUL TO AVOID NICKING THE BRAID. |
2. REMOVE ANY RESIDUAL PLASTIC FROM CENTER CONDUCTOR.

-

3. CUT A RIP ON THE CABLE JACKET AS SHOWN.

~ 4.5 —l —-|—|— 1.0

=

TEP 2: ASSEM MP NUT, WASHER, GASKET, WAHSER Vi | TRIC AN NTER NTACT

1. SLIDE CLAMP NUT, WASHER, AND GASKET ONTO THE CABLE IN TURN. CENTER

CONDUCTOR BRAID WIRES

2. SLIDE SLEEVE ONTO THE INSULATOR OF CABLE.

INSERT
3. SLIDE DIELECTRIC AND CENTER CONTACT ONTO THE CENTER CONDUCTOR OF CABLE.

4. SOLDERING CENTER CONTACT WITH CABLE.

CENTER
CONTACT

\— GASKET

DIELECTRIC

SLEEVE

WASHER

/— JACKET
=

CLAMP NUT

TEP 3: REW NUT T NNECTOR

1. INSERT STEP 2 CABLE ASSEMBLY INTO CONNECTOR BODY AND SCREW TIGHT THE CLAMP NUT.

07SEP2012
THIS DRAWING IS A CONTROLLED DOCUMENT.
RITA ZUO [— —J -
075EP2012 - E TE Connectivity
I~ T - - = DIMENSIONS: TOLERANCES UNLESS GARY GAO
U OTHERWISE SPECIFIED:  |APVD 07SEP2012 | NAME

mm MARTIN_YE BNC STRAIGHT PLUG SOLDER (PS) 75 Ohm
0 PLC 4+ - PRODUCT SPEC
1 PLC +- URM202

@E By i APPLTCAT\ON SPEC
- g 3 PLC + -
SCREW TIGHTEN 4 PLC + - SIZE CAGE CODE | DRAWING NO RESTRICTED TO
ANGLES + — —
MATERIAL FINISH WEIGHT o AB 00779 @:'\ 478405 —
B B CUSTOMER DRAWING [ 1S [P 2 w0 [ p
1470-19  (3/11)




