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TECHNICAL DATA

"D ‘e
SHELL

BODY

CONTAC

SUBMINIATURE CONNECTORS

:Steel .
finish : tinned

Glass filled thermoplastic .
Flame retardant to UL 94 V-0
Colour black

TS :Material brass
Finish of contact mating area
Cable type Solid or standard
Cable gage 0,75 mm2 max. (AWG 18)
for bigger wire, please consult factory
screw torque 0.05 mN max.

: Gold over Nickel

CHARACTERISTICS

ELECTRICAL Vol tage rating

CLIMATIC

MECHAN I CAL

MARK ING

300 V Rms to 50Hz

Current rating 7,5 A
Withstanding voltage >1000 V Rms to 50 Hz
Contact resistance <5m Ohms

>5000 M Ohms at 500 V DC
-55°C to +85°C

Insulator resistance

Operating temperature

Damp heart 21 days (40°C - 95 =z HR
Salt spray 48 hours
others see NF C 93023 - HESO1

Insertion force per contact 1,2N < F <2,5 N

Extraction force per contact 0,4 N mini

Mating and unmating force size E 30 N Maxi 3,5 N Mini
A 50 N “ 4,5 N "
B 83 N * 8,0 N "
C 123 N “ 11,0N .

Amphenol - ....(serie number)
Commercial reference
Manufacturing date
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contact type :
Mating cycle 100 screw termination
77 Tinned Shell
717 Tinned shell with DIMPLES
Moting cycle 500
177 Tinned Shell Contact type : P = male
1
777 Tinned shell with DIMPLES Contact type : S = female
- Configuration :
Shell size : Mounting type
E-A-B-C 09-15-25-37
Amphenol Socapex
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| —
A Creation plon [29092/quere NOT | CE PLAN —] A
IND. |MODIF ICATION |DATE|ExecufApproy DOSSIER:Notice 170
N SERIE DESIGNATION

Screw termination D’'Sub serie

COMMUNICATION ET UTILISATION INTERDITES SAUF AUTORISATION
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