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Certificate N° 99-04244

ENEC CERTIFICATE
Switches for appliances (EN 61058-1)

Product:

Manufacturer:
Production site:
Certificate hoider:
Certified by request of:

Trademark:
Model/Type ref.

Rated current or power:

Rated voltage:
Insulation Class:

Degree of protection:

Additional information:

Switch for appliances

Arcolectric Switches plc, 61 Central Avenue, West Molesey, Surrey
England KT8 2RF

Arcolectric Switches pic, 61 Central Avenue, West Molesey, Surrey
England KT8 2RF
Arcolectric Switches plc, 61 Central Avenue, West Mofesey, Surrey
England KT8 2RF
Arcolectric Switches plc, 61 Central Avenue, West Molesey, Surrey
England KT8 2RF

ARCOLECTRIC

1300 zeries

16(6) A, T125

250 Vac

For class Il appliances

IP 40

See appendix

Detailed specification of the certified product(s) is listed in the appendix.

A sample of the product has been tested and found in conformity with EN 61058-1:1992 +
A1:1993, as shown in the Test Report with ref. No. 99-04244.

The manufaciurer complies with the Production Surveillance Requirements.

Products included i this Cervificrie are allowed to carry the marks ENEC 15, DEMKO - ns shows in annex /.

This Certificate is only valid for producis. which are identical to the certified product, and manufactured a1 the above mentioned production site(s).
DEMKG A/S has to be informed in writing about any changes, in accordance with the "DEMKO A/S Standard Terms and Conditions” for DEMKCQ

services.

Herlev, 1999-12-20

Notified body:

Steen Lurd

Section Manager

DEMKO A’S » PO Box 514 » Lyskaer 8 ¢ DK-2730 Heriev @ Tcl: =45 44836565 » Fax. +45 44856500

DEMKO

A Subsidiary of
Underwriters
Laboratories Inc. o
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APPENDIX TO
ENEC CERTIFICATE NO 99-04244

The certificate covers the following;:

Certificate No 99-04244

Switch for appliances

Rocker switch in thermoplastic, any colour -

With full disconnection

For frequent operation, SE4

With solder or tab terminals (6.3 x 0.8mm)

For prepared conductors

For class 1T appliances

Proof tracking index: PTI 250

For use in dirty pollution situations

Classification category for resistance to heat and fire: D
Unenclosed, degree of protection provided by the switch: IP40
Pattern No. 1

— L B
Steen I

Section Manager

Herlev, 1999-12-20

Notified body:
DEMKO A/S e PO Box 514 » Lyskacr § e DK-2730 Herlev @ Tcl: +45 44856565 » Fax: +45 44856500

DEMKO b,

Laboratories Inc. o
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Annex 1 to Certificate, licence No.
DK 99-04244

Annex of the Form of the Mark.

* Identification number of the Certification Body

Size of the Mark:

The size of the mark may be reduced on the condition that it
remains legible and that the ratio b/a = 1,7 is kept.

DEMKO it

Laboratories Inc. «



