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1 Note: g
*+ @Important Dimension To Check. N
¥ Waterproof Rate: [P6T. 2
29. 0(Ref.) ¥ Housing: Nylon, Black. E
C * Clamp Cage: Nylon, Black. -
= ¥ Male Pin: Copper Alloy, Gold Plated. =
- . . . _ _ = ¥ Nut: Zinc Alloy, Nickel Plated. 2
| - WWWMZ ¥ O-Ring: Silicone, Grey. 2
L o = ¥ Clamp Ring: Zinc Alloy, Nickel Plated. <
| = Dﬂmmm? x Sealing Nut:Zinc Alloy, Nickel Plated. 2
| ] = ¥ Seal: Silicone, Grey. =
¥ Seal For Cable OD:@YA.OmW@ISmm 3
\ ¥ Applicable Wire gauge (Stranded wire cross section) |g
B 60 Hey 26ANG ~24AWG E
| ' ' ¥ Mating Recommended ftightening forque: z
3~4 kgf.em / 0.29~0.39 N.m =
_ | ¥ Sealing-Nut Recommended tightening torque: 2
- o0 Assi ; | 4~6 kgf.cm / 0.39~0.59 N.m z
‘”F SS*WVWM > ¥ Detailed applicable wire specifications may vary 2
rront view ‘ depending on the actual wire construction. 5
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