
8

0

Phaseo 

 

Phaseo PLC

 ABL8 
    -  - 
    - AS-Interface  -  AS-I 

 ABL1/ABL2 
    -  - 

Phaseo
- (N-L1) (L1-L2)  (L1-L2-L3)

 

Phaseo

 
 (1)
 
 
 
  LED 
 

Phaseo
3%

 ABL8 AS-Interface ABL1 
 (N-L1) (L1- L2) 100 240 V AC
 ABL8 
 (N-L1) (L1- L2) 85 550 V AC
 (L1-L2-L3) 360 550 V AC

IEC UL CSA TÜV CTick

 

Phaseo
 

 35 mm  (2)

(1)
( 50 )

(2)  AS-Interface  75 mm 

 

Phaseo
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 ( ) 0

Phaseo 

 7  60 W
 5 V DC  12 V DC  24 V DC

(
) ( ABL 7RM24025)

 

 12 V 24 V  48 V 
 3  5 A 

 PLC 

 24 V DC  Phaseo  PFC (  )  EN 
61000-3-2  (  AB 7RP1205/7RP4803  )   

  

 72  960 W (24 V DC )
 -  (N-L1)  

100 V AC  500 V AC 
 

 ( )
 ( )
 4
 
 
 
 ( )

DC / DC

 PFC ( ) 
 EN 61000-3-2 

  

72  144 W  AS-Interface  AS-I  30 V 
 -  (N-L1) 

 EN 50295 

  

ABL1  (60  240 W) 12 V  24 V 
 -  (N-L1) 

 UL 508  CSA  TÜV 

  

 ( )
ABL8 

 

ABL 8MEM12020

  

ABL 8REM24030

ABL 8RPS24100 ABL 8BUF24400

 AS-Interface 

ASI ABLp30p4 ASI ABLp3002

ABL1  

ABL 1RpMpp0pp ABL 1RpM24100

ABL2  
ABL2 , , ,
35-350W , .

.

ABL 2REM24ppp
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0

Phaseo 

 

IEC 61131-2 DIN 19240

24 V Un -15% +20%
In 0 100% -10% +6%

( IEC 38 )

24 V DC Phaseo  

 

  

Phaseo (PELV) (SELV)
IEC/EN 60364-4-41

Phaseo  
 ( )

 60 V  

24 V DC  

24 V DC  
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 ( )
0

Phaseo 

  

EN 61000-3-2

75 1000 W 16 A

(
PFC) EN  61000-3-2

ABL 8RPS/8RPM/8WPS 24pp0  ABL 1RPM  Phaseo 
EN 61000-3-2 

 ABL 8MEM240pp  ABL 7RM24025  ABL 1REM12050/24025 
 Phaseo  75 W  EN 61000-3-2 

 

ABL 8REM  ABL 1REM  Phaseo 

 ( )
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0

0

ABL8 

    

ABL 8MEM/7RM 7 60 W 5 12 24 V DC

Zelio Logic

- (N-L1) (L1-L2)
85 V 265 V

3% IEC UL CSA TUV

61000-3-2

 

35 mm

Phaseo   

(1) 240 V AC
   

1 2.5 mm2 
2
3 2.5 mm2

4 LED
5 (  ABL 7RM24025)
6 (  ABL 7RM24025)
7

 

ABL 8MEMppppp  Zelio Logic 

AC
DC

 ABL8MEM24003 7 W 300 mA 24 V DC
 ABL8MEM24006 15 W 600 mA 24 V  DC
 ABL8MEM24012 30 W 1.2 A 24 V DC
 ABL7RM24025 60 W 2.5 A 24 V DC
 ABL8MEM05040 20 W 4 A 5 V DC
 ABL8MEM12020 25 W 2 A 12 V DC

ABL 8MEMpppp ABL7RM24025

3

1

4

5

2

6

7

3

1

4

27
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0
0

ABL8 

           

(1)
    

ABL 8MEM24003 ABL 8MEM24006 ABL 8MEM24012 ABL 7RM24025
cULus 508, cCSAus (CSA22.2 n950-1), TUV 60950-1, e, CTick
IEC/EN 60950-1, SELV
IEC/EN 61000-6-2, IEC/EN 61000-6-3, IEC/EN 61204-3, EN 55022 B

LED
V 100…240 AC
V 85…264 AC

120…250 DC (1)
85…264 AC

A 0.25 (100 V AC)
0.18 (240 V AC)

0.4 (100 V AC)
0.25 (240 V AC)

0.65 (100 V AC)
0.4 (240 V AC)

1.2 (120 V AC)
0.7 (240 V AC)

Hz 47…63
A 20 90 (1 ms)

> 0.5
> 78% > 80% > 82% > 84%

W 2 3.8 6.6 11.4

LED LED
 (UOut) V 24 DC
 A 0.3 0.6 1.2 2.5

W 7 15 30 60
V 22.8 28.8

± 3%
mV 250 200

I max. UIn = 100 V AC ms u 10
UIn = 230 V AC ms u 150

V – < 19
–

mm2 2 x 0.14…2.5  (26…14 AWG)
mm2 2 x 0.14…2.5  (26…14 AWG) 4 x 0.14…2.5  (26…14 AWG)

 (35 x 7.5 mm 35 x 15 mm) (2 x  4 mm)

15
15

°C - 25…+ 70 ( 55°C 15 ) - 25…+ 55
°C - 40…+ 70

90% ( )
95% ( )
IP 20 IEC 60529

EN 61131-2 3...11.9 Hz  3.5 mm 11.9 -150 Hz 2 g
VDE 0106 1 II

(50 Hz 1 min)
/ V rms 3000 AC

( )

EN 61000-6-3
EN 50081-1 ( ) 
EN 55022 B  
EN 55022 B  
IEC/EN 61000-3-2

EN 61000-6-2
IEC 61000-6-2 ( )
IEC/EN 61000-4-2 (6 kV /8 kV ) IEC/EN 61000-4-2 

(4 kV /8 kV )
IEC/EN 61000-4-3 3  (10 V/m) 
IEC/EN 61000-4-6 3  (10 V/m) 
IEC/EN 61000-4-4 (4 kV)

( ) IEC/EN 61000-4-5 (1 kV)
IEC/EN 61000-4-11 ( )

12 17 17 17
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 ( ) 0
0

ABL8 

           

(1)
    

ABL 8MEM05040 ABL 8MEM12020
cULus 508, cCSAus (CSA22.2 n950-1), TUV EN 60950-1, e, CTick
IEC/EN 60950-1, SELV
IEC/EN 61000-6-2, IEC/EN 61000-6-3, IEC/EN 61204-3, EN 55022 B

LED
V 100…240 AC
V 85…264 V AC

120…250 V DC(1)
A 0.55 (100 V AC)

0.35 (240 V AC)
0.6 (100 V AC)
0.35 (240 V AC)

Hz 47…63
A 20

> 0.5
> 75% > 80%

W 6.7 6.2

LED LED
 (UOut) V 5 DC 12...15 DC
 A 4 2.1

W 20 25
V 4.75 6.25 11.4 15

± 3%
mV 250

 I max. UIn min ms u 10

–
–

mm2 2 x 0.14…2.5  (26…14 AWG)
mm2 4 x 0.14…2.5  (26…14 AWG)

(35 x 7.5 mm 35 x 15 mm) (2 x  4 mm)

15
15

°C - 25…+ 70 ( 55 °C 15 )
°C - 40…+ 70

90% ( )
95% ( )
IP 20 IEC 60529
3...11.9 Hz  3.5 mm  11.9 -150 Hz 2 g

VDE 0106 1 II

(50 Hz 1 min)
/ V rms 3000 AC

( )

EN 61000-6-3
EN 50081-1 ( ) 
EN 55022 B  
EN 55022 B  
IEC/EN 61000-3-2

EN 61000-6-2
IEC 61000-6-2 ( )
IEC/EN 61000-4-2 (6 kV /8 kV )
IEC/EN 61000-4-3 3  (10 V/m) 
IEC/EN 61000-4-6 3  (10 V/m)
IEC/EN 61000-4-4 (4 kV)

( ) IEC/EN 61000-4-5 (1 kV)
IEC/EN 61000-4-11 ( ) 

12 17 17 17
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 0
0

ABL8 

    

Phaseo

19 V

 

55°C
70°C ( ABL 7RM24025 )

 

1 ABL 7RM24025 
2 ABL 8MEMppppp 
 

ABL 8MEMpppp 1 (
) 125% 140%  

   

P/Pn (%)

 (°C)

12 17 17 17

(1)  Imin = In Vmin = 50 V

ABL 7RM/8MEM 2 2

2 x 24 V DC/I out 24 V DC/2 x I out
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0

0

ABL8 

   

   

100 240 V AC
gG

GB2 (IEC) (1) C60N (IEC)
C60N (UL/CSA)

ABL 8MEM05040 GB2pp07 (2) 24581
24517

2 A
ABL 8MEM12020
ABL 8MEM24003
ABL 8MEM24006
ABL 8MEM24012
ABL 7RM24025 GB2pp08 (2) 24582

24518
3 A

(1) UL
(2)  pp 
- CB 12 16 In
- CD  + 12 16 In
- DB 12 16 In
- CS 5 7 In

GB2 CBpp GB2 CDpp GB2 DBpp GB2 CSpp

12 13 15
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0

0

ABL8 

    

(1) ABL 8MEM/7RM 75 W EN 61000-3-2

    

     

  

    

ABL8  
 

EN 61000-3-2
(1)

kg

 (N-L1)  (L1-L2) 
100…240 V
-15%, + 10%
50/60 Hz

5 V DC 20 W 4 A ABL 8MEM05040 0.195

12 V DC 25 W 2 A ABL 8MEM05040 0.195

24 V DC 7 W 0.3 A ABL 8MEM24003 0.100

15 W 0.6 A ABL 8MEM24006 0.100

30 W 1.2 A ABL 8MEM24012 0.195

60 W 2.5 ABL 7RM24025 0.255

kg
ABL 8MEM  100 LAD 90 0.030

ABL 8MEM05040/12020/24012

ABL 7RM24025

ABL 8MEM24003/24006

 
ABL 8MEMppppp/ABL 7RM24025 a a1
 ABL 8MEM05040 54 42

ABL 8MEM12020 54 42
ABL 8MEM24003 36 24
ABL 8MEM24006 36 24
ABL 8MEM24012 54 42
ABL 7RM24025 72 60

ABL 8MEM2400p ABL 8MEM05040/8MEM12020/8MEM24012/7RM24025

12 13 15
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 0

ABL8 

 

ABL 8REM/7RP 60 144 W 12 24V 48 V DC

- (N-L1) (1) (L1-L2)
 Twido  Modicon M340 

 ( ) 

 85 V  264 V  3% 
 IEC  UL  CSA  TUV 

ABL 8REM 61000-3-2
ABL 7RP PFC ( ) 61000-3-2

19 V

35 75mm

 

1 2.5 mm2 ( N-L1, L1-L2 (1)) 
2
3 LED ( )
4 LED ( )
5 ( )
6
7
8 2.5 mm2 

(1) 240 V AC

  

ABL 8REM24030

Twido

1

2
3
4

5

7

8

6

AC

c

 ABL 8REM24030 72 W 3 A 24 V c
 ABL 8REM24050 120 W 5 A 24 V c
  ABL 7RP1205 60 W 5 A 12 V c
 ABL 7RP4803 144 W 3 A 48 V c
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0

ABL8 

  

ABL 7RP1205 ABL 7RP4803 ABL 8REM24030 ABL 8REM24050
cULus 508, cCSAus (CSA22.2 n950-1), TUV 60950-1, e, CTick
IEC/EN 60950, IEC/EN 61496-1-2, SELV IEC/EN 60950, SELV
EN 50081-1, IEC 61000-6-2 (EN 50082-2)

LED LED
V 100…240 AC

110...220 AC (1)
 100…240 AC

110...220 AC (1)
V 85…264 DC

100...250 DC  (1)
85…264 AC

100...250 DC (1)
 UIn = 240 V AC A 0.4 0.6 0.83 1.2

UIn = 100 V AC A 0.8 1 1.46 1.9
Hz 47…63
A 30

0.98 0.65
> 85%

W 10.6 25.4 12.7 21.2

LED LED
  (UOut) V 12 DC 48 DC 24 DC

 A 5 3 3 5
W 60 144 72 120
V 24...28.8 DC

± 3%
mV < 200 ( )

I max  UIn = 240 V AC ms u 20 u 10
UIn = 100 V AC ms u 20 u 10

/ /
1.1 In

UOut > 1.5 Un  
UOut < 0.8 Un

mm2 2 x 0.14…2.5  (26…14 AWG) + 
mm2 2 x 0.14…2.5  (26…14 AWG) + 

35 x 7.5 mm, 35 x 15 mm  75 x 7.5 mm

21
21

IP 20 IEC 60529
°C 0… + 60 ( 50 °C 20 )
°C - 25...+ 70

95% 
EN 61131-2 3...11.9 Hz  3.5 mm  11.9 -150 Hz  2 g

VDE 0106 1 I
 

50 60 Hz 1 min
/ V rms 3000
/ V rms 3000
/ ( / ) V rms 500

( )
 
EN 61000-6-3

EN 50081-1 ( )
/ EN 55011/EN 55022 B

 
EN 61000-6-2

IEC 61000-6-2 ( )
IEC/EN 61000-4-2 (6 kV /8 kV )
IEC/EN 61000-4-3 3  (10 V/m)
IEC/EN 61000-4-6 3 (10 V/m)
EN 61000-4-4 3 (2 kV)

( ) IEC/EN 61000-4-5 (2 kV)
IEC/EN 61000-4-11 ( )

(1)

23 23 23
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0

ABL8 

  

50 °C
60°C

1 ABL 8REM  ABL 7RP

 ( )
 24 V DC ( )
 

50 mm
 15 mm

P/Pn (%)

 (°C)

ABL 8REM
- 0°C 50°C  
- 60°C 2%

50°C

18 23 23 23
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 ( ) 0

ABL8 

   

 ( ) 

ABL 8REM240pp/ABL 7RPpppp ABL 8REM/ABL 7RP

2 x 24 V DC/I out 24 V DC/2 x I out

18 23 23 23

ABL 8REM/7RP 2 2
(1)  Imin = In Vmin = 50 V
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 0

ABL8 

  

100 V AC  240 V AC
gG gG

GB2 (IEC) (1) C60N (IEC)
C60N (UL)

GB2 (IEC) (1) C60N (IEC)
C60N (UL)

ABL 7RP1205 GB2pp06 (2) 24580
24516

2 A GB2 pp06 (2) 24580
24516

1 A

ABL 8REM24030 GB2pp07 (2) 24581
24517

2 A GB2 pp06 (2) 24580 
24516

1 A

ABL 8REM24050 GB2pp07 (2) 24581
24517

2 A GB2 pp06 (2) 24580 
24516

1 A

ABL 7RP4803 GB2pp07 (2) 24581
24517

2 A GB2 pp06 (2) 24580 
24516

1 A

(1) UL
(2) pp

- CB 12 16 In
- CD  + 12 16 In
- DB 12 16 In
- CS 5 7 In

GB2 pp0p 
GB2 CBpp GB2 CDpp GB2 DBpp GB2 CSpp

18 19 21 23 23 23
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0

ABL8 

   

ABL8  
 

EN 
61000-3-2

kg

 (N-L1)  (L1-L2) 
100...240 V AC
- 15%, + 10% 
50/60 Hz

12 V DC 60 W 5 A ABL 7RP1205 1.000

24 V DC 72 W 3 A ABL 8REM24030 0.520

120 W 5 A ABL 8REM24050 1.000

48 V DC 144 W 2.5 A ABL 7RP4803 1.000

ABL 7RP1205/4803

ABL 8REM24050

ABL 8REM24030

ABL 7RPpppp

35 75 mm

ABL 8REM24030 ABL 7RP1205/4803 ABL 8REM24050

ABL 7RP1205/48030 ABL 8REM24030 ABL 8REM24050

18 19 21


