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 ELECTRICAL CHARACTERISTICS

MECHANICAL CHARACTERISTICS

TECHNOLOGY		  Lithium Ion

TYPE		  Saft MP144350

NOMINAL VOLTAGE		  3.65V

NOMINAL CAPACITY		  2.6Ah									       

MAX CONTINUOUS DISCHARGE CURRENT	 5A

CHARGING VOLTAGE		  4.2+/-0.05V

MAX CONTINUOUS CHARGE CURRENT	 2.6A									       

AMBIENT TEMPERATURE	 CHARGING	 -30°C up to +60°C

		  DISCHARGING	 -35°C up to +60°C	

RECOMMENDED STORAGE TEMPERATURE	 +10°C up to +30°C

ALLOWABLE STORAGE TEMPERATURE	 -40°C up to +60°C

PROTECTION DEVICES		  Safety PCM

OVER CHARGE PROTECTION		  4.275+/-0.025V

CUT OFF VOLTAGE		  2.30+/-0.05V

CYCLE LIFE		  800 cycles at 100% DoD at C/2 discharge

			    C/ charge rate

BATTERY PACK WEIGHT		  70 grams

PACKAGING WEIGHT		  95 grams

ENCLOSURE		  PVC wrapped

TERMINATION		  flying leads - UL1007 20AWG

LEAD LENGTH		  150mm


