
 

 

 

 

Aviation Incandescent Lamps 

CML incandescent lamps offer high performance. Primary 
advantages include their bright white light output and their 
relatively low cost.

Part Number: CM7683
Serial Number: BP T-1
Type: T-1
Base: Bi-Pin Std. (.050)
Volts (V): 5
AMP +/- 10%: 0.06
MSCP nom.: .05
Avg life: 40000
Special Features: 
Military Reference: 
RoHS Status: Yes

 



T-1 Bi-Pin Base (.050")

T-1 Bi-Pin Base (.100")

C C -2F

C -2F

C -2F

4,000

10,000

10,000

.150

.150

.150

.024

.026

.065

28.0

18.0

14.0

C M8-2402

C M8-2419

C M8-2418

C M8-2410

C M8-2412

C M8-2413

C M8-2414

C M8-2415

C M8-2416

C M8-2417 12.0

10.0

5.0

5.0

5.0

5.0

5.0

.060

.027

.125

.075

.060

.060

.017

.150

.100

.250

.090

.050

.030

.005

10,000

10,000

5,000

25,000

25,000

60,000

10,000

C -2F

C -2F

C -2R

C -2R

C -2R

C -2R

C -2R

C -2R

C -2R

C -2R

C -2R

C -2R

C -2R

C -2R

16,000

16,000

16,000

40,000

5,000

10,000

16,000

.030

.001

.001

.150

.150

.030

.030

.075

.008

.013

.115

.060

.020

.030

1.5

3.0

3.0

5.0

5.0

5.0

5.0C M8-2408

C M8-2405

C M8-2401

C M8-2400

C M8-2420

C M8-2411

C M8-2409

T ype

F ilament

Hours

L ife
MS C PA mpsV oltage

Des ign

Number

P art

C -2F

C C -2F

4,000

4,000

.150

.150

.024

.024

28.0

28.0

C M9393

C M7839

C M9344

C M9347

C M8095

C M8097

C M8098

C M9388

C M8099 18.0

14.0

14.0

12.0

10.0

5.0

5.0

.026

.040

.065

.060

.027

.075

.115

.150

.150

.150

.150

.100

.090

.150

10,000

16,000

10,000

10,000

10,000

25,000

40,000

C -2F

C -2F

C -2F

C -2F

C -2F

C -2R

C -2R

C -2R

C -2R

C -2R

C -2R

C -2R

C -2R

C -2R

16,000

16,000

60,000

25,000

25,000

40,000

25,000

.090

.150

.030

.050

.090

.150

.050

.075

.115

.060

.060

.075

.115

.060

5.0

5.0

5.0

5.0

5.0

5.0

5.0C M9343

C M7715

C M7714

C M7683

C M7680

C M7274

C M7272

T ype

F ilament

Hours

L ife
MS C PA mpsV oltage

Design

Number

P art

.250± .020

MAX.
.380

MAX.
.150

.250± .020

MAX.
.380

MAX.
.130

.050

.100

CML-IT reserves the right to make specification revisions that enhance the design and/or performance of the product
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