
Consumables :

•Grinding wheels :

Ø x thickness Grainx bore (mm)

TM 150 / TM 150 B
150 x 25 x 32 A 36 R 10505067

150 x 25 x 32 AA 60 M 10505062

TM 200/TM 200 T 200 x 30 x 32 A 36 R 10505068
TM 200 B/TM 200 BT 200 x 30 x 32 AA 60 M 10505063

TM 250 T
250 x 30 x 32 A 36 R 10505059

250 x 30 x 32 AA 60 M 10505070

•Brosses :

Ø x thickness Wirex bore (mm)

TM 150 B 150 x 25 x 32 Acier laitonné 10306007

TM 200 B / 
200 x 25 x 32 Acier laitonné 10306012

TM 200 BT

EQUIPMENT Product sheet

Bench grinders
Shop line
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GRINDERS
TM 150 / TM 200 / TM 200 T / TM 250 T 

>

Characteristics :
•Semi steel body
•Mounted on sealed self-lubricating ball bearings
•Undervoltage coil switch
•Polycarbonate protection shields

•Internal thermal protection of motor
•Pressed steel housings with dust evacuation nozzle
•Safety/compliance:

space between grinder and housing less than 5 mm
•Spark screen adjustable to 2 mm from grinder
•No access opening to tool holder

Grinder Motor Rotation Dimensions
grain power speed a x b x c

(mm) (kw) (rpm) (kg) (mm)

TM 150  150 x 25 x 32 A 36 R / AA 60 M 0,52 230 v mono 2800 15,5 465 x 260 x 210 20113101

TM 200  200 x 30 x 32 A 36 R / AA 60 M 0,9 230 v mono 2800 30 515 x 330 x 265 20113103

TM 200 T  200 x 30 x 32 A 36 R / AA 60 M 0,9 400 v tri 2800 30 515 x 330 x 265 20113108

TM 250 T  250 x 30 x 32 A 36 R / AA 60 M 0,9 400 v tri 2800 34 540 x 345 x 320 20113106

a
a : width
b : height
c : depth

b

Recommendations for use :
As a safety precaution, the
machine must be solidly
attached to a base
or a workbench.
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