Product data sheet LA9D8070

Characteristics Set of power connections, parallel bars, for 4P
changeover contactors assembly, LC1D80004

Main
Range of product TeSys D
Range TeSys
Linergy
Device short name LA9D
Product or component Set of connections
type
Poles description 4P
Electrical circuit type Changeover contactor
Range compatibility TeSys D
Product compatibility LC1D80004
2
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Complementary 5
Net weight 0.28 kg 5
g
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Neither Schneider Electric Industries SAS nor any of its affiliates or subsidiaries shall be responsible or liable for misuse of the information contained herein.


http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=4049499&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=4049499&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=4049499&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=4049499&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP080204EN
https://download.schneider-electric.com/files?p_Doc_Ref=ENVEOLI100414

