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To strip flat satin cable:
1. Open the handles of the tool completely.
2. For 6-conductor cable, insert the cable into the

blade area. Rest the front of the cable on the small
ridge located inside the handle under the blades.

3. For 8-conductor cable, insert the cable under the
blades until the end protrudes from the back side 
of the tool.

4. Close the handles & hold in place while pulling the
cable out. Cable is stripped to proper length.

(cont’d on page 21)
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To strip round UTP/STP cable:
1. Open the tool completely.
2. Insert the cable into the round cable stripping area. 
3. Fully close the tool through one ratchet cycle & 

hold closed.
4. Gently rotate the tool counter-clockwise around the

cable 3-6 times. Do not use the tool to pull the 
outer jacket off cable.

5. Ratchet the tool to the open position.
6. Remove the cable from the tool & pull the outer

jacket off with your hand.
7. Verify inner wires were not scored.

To crimp RJ11 or RJ12 connectors:
1. Attach the RJ11 connector to the cable.*
2. Install the connector into the “6P” location of the

tool. Ensure the connector key is facing downward 
to fit the contour of the crimp area.

3. Close the handles through a complete ratchet cycle 
until handles open. Crimp is complete.

To crimp RJ45 connectors:
1. Attach the RJ45 connector to the cable.*
2. Install the connector into the “8P” location of the

tool. Ensure the connector key is facing downward 
to fit the contour of the crimp area.

3. Close the handles through a complete ratchet cycle 
until handles open. Crimp is complete.

Note: The 1545 is for WE/SS modular plugs; the
1554 is for AMP (Tyco) modular plugs.

*See cable assembly instructions pages 35 - 38.
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