
  
ISS 1 01/09

CATALOGUE, FLYER & WEBSITE SUPPORT 

Images: 	  High quality product photos can be downloaded off our website - go to MEDIA LIBRARY under the DEALER SUPPORT section
Copy:  	  Please only use the information supplied in this presentation for all your catalogues, flyer and website needs.

Product Code	

Product Title   

Product Use

Packaging Style: 		
Packaging Dimensions: 	
Barcode Number: 		
Product Weight: 		
Packaging Weight: 			 
Overall Weight: 		
			 

FEATURES

PACKAGING DETAILS  

COMPATIBLE DEVICES

PRODUCT SPECIFICATION    

PRODUCT SPECIFICATION & INFORMATION SOURCE

MXL013

Digital TV Signal Finder

Optimise signal reception before auto 
tuning integrated TV or set top box

Blister
W:95mm x H:190mm x D:35mm  
5016163 521233
152g
21g
173g
			 

Assists aerial alignment for the best digital reception available
Ideal for leisure touring
Simply connects to aerial, adaptors included
Includes battery
Designed for digital terrestrial TV broadcasts

  	

Power Requirement
VHF/UHF Frequency Response
External Power Supply
Battery
Signal Range
Guarantee
Rosh Compliant
CE Approved

TV Signal Strength Meter
PP3 Battery
2 x ‘F’ to Female Coaxial Adaptors
Velcro Mounts

KIT CONTENTS

5V DC 40mA
40-862MHz (Ch 2-69)
5-12V DC
9V PP3 Type
60-90dBµV
2 years
Yes
Yes

			 

LEISURE PRODUCT RANGE

1. Connect chosen aerial to Digital TV 
    Signal Finder

2. Look at aerials close by to confirm
    horizontal or vertical positioning 

3.Turn the aerial until the maximum 
   number of LED’s illuminate

4. Auto tune your TV to receive the
    available signals

How it works...


