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/A Ag PLATING 1| SILICONE RUBBER A\ | GASKET 1
¢ 1 | BrAsS A\| SLEEVE 10
/A Ni PLATING 1 | PTFE DIELECTRIC 9
/A PASSIVATION RECOMMENDED 1 | BrAsS A\ | CENTER CONTACT | 8
/A\ THIS ITEM MUST BE WHITE AR F_STRIPENG DI 1| BRass A\ Booy 7
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NOMINAL IMPEDANCE: 75 Ohm
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WORKING VOLTAGE: 500 Volts RMS at Sea Level
DIELECTRIC WITHSTAND VOLTAGE: 1500 Volts RMS Max 1| SILICONE RUBBER O\ | GASKET 3
CONTACT RESISTANCE: 1 | PTFE DIELECTRIC 2
CENTER CONTACT: 1.50 mOhm Max 8.5
OUTER CONTACT: 1.00 mOhm Max 1 | BRASS A\| couPLING NUT 1
VSWR @ 1GHz: 1.3 Max __
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2. SLIDE SLEEVE ONTO THE INSULATOR OF CABLE. INSERT
3. SLIDE DIELECTRIC AND CENTER CONTACT ONTO THE CENTER CONDUCTOR OF CABLE.

4. SOLDERING CENTER CONTACT WITH CABLE.
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MAIN BODY CENTER CONTACT DIELECTRIC SLEEVE GASKET WASHER CLAMP NUT
ASSEMBLY INSTRUCTIONS
STEP 1. PREPARATION OF CABLE '45_| __I_I_lo
1. TRIM CABLE TO DIMENSIONS SHOWN. BE CAREFUL TO AVOID NICKING THE BRAID. | g g‘
.
2. REMOVE ANY RESIDUAL PLASTIC FROM CENTER CONDUCTOR.
3. CUT A RIP ON THE CABLE JACKET AS SHOWN. 85—
TEP 2: A M MP_NUT, WASHER, GASKET, WAHSER V| | TRIC AN NTER NTACT
CENTER
1. | MP NUT, WASHER, AN ASK NTO THi Al IN TURN.
SLIDE CLA U SHE D GASKET ONTO THE CABLE U CONDUCTOR BRAID WIRES

TEP 3: REW NUT T NNECTOR

1. INSERT STEP 2 CABLE ASSEMBLY INTO CONNECTOR BODY AND SCREW TIGHT THE CLAMP NUT.
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