
PVC	hose	with	rigid	PVC	spiral,	for	delivery	and
suction	of	liquids.

SMOOT H	SURFACESSMOOT H	SURFACES

FLEX IBILIT YFLEX IBILIT Y

ABRASIONABRASION
RESIST ANCERESIST ANCE

T EMPERAT URET EMPERAT URE
RANGERANGE

-25°C	+55°C
-13°F	+131°F

CHEMICALCHEMICAL
RESIST ANCERESIST ANCE PVC	table

CRUSHINGCRUSHING
RESIST ANCERESIST ANCE

911022911022 LUISIANA	SUPERELASTICLUISIANA	SUPERELASTIC



1818 24 3 230 60 6,5 19.5 7 6.5 right 50 ON	DEMAND

2020 26.2 3.1 275 65 6,5 19.5 7 7 right 50 IN	STOCK

11 2525 31.6 3.3 330 100 6,5 19.5 7 7.4 right 50 IN	STOCK

3030 37 3.5 420 125 5,5 16.5 7 7.5 right 50 IN	STOCK

1	1	1/41/4 3232 39.2 3.6 460 135 5,5 16.5 7 7.7 right 50 IN	STOCK

3535 41.8 3.4 500 145 5 15.0 7 7.7 right 50 IN	STOCK

1	1	1/21/2 3838 45.4 3.7 550 155 4,5 13.5 7 7.6 right 50 IN	STOCK

4040 47.6 3.9 610 160 4,5 13.5 7 7.8 right 50 IN	STOCK

1	1	3/43/4 4545 52.8 3.9 670 180 4 12.0 7 8 right 50 IN	STOCK

22 5050 58.2 4.1 810 200 3,5 10.5 7 8.3 right 50 IN	STOCK

22 5151 59.5 4.1 810 225 3,5 10.5 7 8.5 right 50 ON	DEMAND

5555 63.6 4.3 860 225 3,5 10.5 7 9.8 right 50 ON	DEMAND

6060 69 4.5 970 245 3,5 10.5 7 8.3 right 50 IN	STOCK

2	2	1/21/2 6363 71.5 4 1040 260 3,5 10.5 7 8.5 right 50 IN	STOCK

7070 79.2 4.6 1200 290 3,5 10.5 7 9 right 50 ON	DEMAND

7575 85.4 5.2 1380 315 2,5 7.5 7 9.5 right 50 IN	STOCK

33 7676 86.2 5 1380 320 2,5 7.5 7 12 right 50 IN	STOCK

8080 90.6 5.3 1560 325 2,5 7.5 7 10.5 right 25 IN	STOCK

3	3	1/21/2 9090 100.4 5.2 1800 390 2,5 7.5 7 10.3 right 25 ON	DEMAND

100100 112 6 2160 430 2,5 7.5 7 11.3 right 25 ON	DEMAND

44 102102 114 6.2 2160 430 2,5 7.5 7 11.3 right 25 IN	STOCK

110110 122 6 2400 480 2,5 7.5 5 11.5 right 25 ON	DEMAND

120120 132.4 6.2 2850 610 2,5 7.5 5 11.5 right 25 ON	DEMAND

125125 137.6 6.3 3130 660 2 6.0 5 11.6 right 25 ON	DEMAND

55 127127 140.6 6.8 3130 670 2 6.0 5 12.3 right 25 IN	STOCK

150150 164.4 7.2 4250 730 2 6.0 5 14 right 25 ON	DEMAND

66 152152 167.2 7.4 4250 750 2 6.0 5 14.5 right 25 IN	STOCK

200200 218.2 9.1 6400 810 1 3.0 5 21.5 right 25 ON	DEMAND

All	technical	specifications	apply	to	a	temperature	of	23°C	±	2°C	(ISO	291).	-	Tolerance	on	all	specifications	±	5%.
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