NO DESCRIPTION DATE
A POM — TEFLON 05.23.05"
/A\ [BACKGROUND FORMAT UPDATED |12,17.08"
WORKING VOLTAGE
——— VOLTAGE RATING
A\ | DEL PRODF VOLTAGE 011514/
DEL CABLE RETENTIDN ]
DEL CONTACT: SOLDER
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1.0 ELECTRICAL B n = = = &
1.1 FREQUENCY RANGE: DC-1 GHz i’cl’écla '8 A
1.2 NOMINAL IMPEDANCE: 75 OHMS 8 g 5 L]
1.3 VOLTAGE RATING: 500 VOLTS MAX. y J [
2.0 MATERIALS 8.0¢315) AE L gl @
2.1 BODIES: BRASS PER JIS-C3604 8| &
2.2 CENTER CONTACT: BRASS PER JIS—-C3804
2.3 INSULATION: TEFLON PER ASTM D1457 AND ASTM D1710
3.0 FINISHES AND OTHERS STRIPPING DIMENSION
3.1 SEE BELOW TABLE FOR DETAILS. SCALE 3:1
4.0 MECHANICAL
4.1 FOR USE WITH RG11U OR SIMILAR STYLE CABLE
4.2 CABLE ATTACHMENT: OUTER: CRIMP, INNER: SOLDER
4.3 CRIMP SIZE REQUIRED: FERRULE: 11.5(.453) HEX. CRIMP 'l'OOLA
5.0 ENVIRONMENTAL APPROVED by DATE:
6.1 OPERATING TEMPERATURE RANGE: —40° C TO 486°C ... = - 7=
8 | CENTER CONTACT | BRASS 1 | NICKEL 100 £’ MIN. DESCRIPTION | F STRAIGHT PLUG CRIMP
5 | BODY I BRASS 1 | NICKEL 100 4’MIN. 44| DRAWN |TOLERANCE | &% [|18-31 T.N.N H | DATE |pz| REV.
4 |BODY I BRASS 1 | NICKEL 100 4 MIN. G| Yoko |3 to2 LIITLE |\ROHS COMPLIANT <750 [#i[1003.92'[k]| A-3
3 | INSULATION TEFLON 1 | NONE _ ig [ _CHECK X o1 8 [ UNIT [0 vo | 18-0136
2 | BRAID CLAMP BRASS 1 |NICKEL 100  MIN. | Angela fE| mm
1 | NUT BRASS 1 | NICKEL 100 &'MIN. w7 [APPROVAL | XXX_|+0.05 I [SCALE |
NO | DESCRIPTION MATERIAL| Q' TY | FINISH iE| Angela |ANGLE|x5 Bl 41




