SIEMENS

Data sheet 8US1922-2UA01

Busbar system, accessories Busbar center-to-center spacing 60 mm
Bottom pan Length 1100 mm with large clearances with large
creepage distances according to UL 508

Product brand name SENTRON
Product designation Base plates
Design of the product Accessories
Width 1100 mm
Busbar center-to-center spacing 60 mm

Net weight 563 g
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_53469

General Product Approval Test Certificates

Special Test Certi- Miscellaneous

¢ % 11—

Shipping Approval other

Miscellaneous

Information- and Downloadcenter (Catalogs, Brochures,...)
http://www.siemens.com/lowvoltage/catalogs

Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlifb=8US1922-2UA01

Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/en/ps/8US1922-2UA01

Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=8US1922-2UA01

CAx-Online-Generator
http://www.siemens.com/cax

Tender specifications
http://www.siemens.com/specifications
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https://support.industry.siemens.com/cs/WW/en/ps/8US1922-2UA01/Certificate?ct=439&ci=460&cao=549
https://support.industry.siemens.com/cs/WW/en/ps/8US1922-2UA01/Certificate?ct=439&ci=499&cao=586
https://support.industry.siemens.com/cs/WW/en/ps/8US1922-2UA01/Certificate?ct=439&ci=497&cao=586
https://support.industry.siemens.com/cs/WW/en/ps/8US1922-2UA01/Certificate?ct=439&ci=3020&cao=591
https://support.industry.siemens.com/cs/WW/en/ps/8US1922-2UA01/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/en/ps/8US1922-2UA01/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/en/ps/8US1922-2UA01/Certificate?ct=445&ci=495&cao=553
https://support.industry.siemens.com/cs/WW/en/ps/8US1922-2UA01/Certificate?ct=445&ci=502&cao=553
https://support.industry.siemens.com/cs/WW/en/ps/8US1922-2UA01/Certificate?ct=446&ci=489&cao=574
https://support.industry.siemens.com/cs/WW/en/ps/8US1922-2UA01/Certificate?ct=446&ci=490&cao=576
https://support.industry.siemens.com/cs/WW/en/ps/8US1922-2UA01/Certificate?ct=447&ci=502&cao=553
http://www.siemens.com/lowvoltage/catalogs
https://mall.industry.siemens.com/mall/en/en/Catalog/product?mlfb=8US1922-2UA01
https://support.industry.siemens.com/cs/ww/en/ps/8US1922-2UA01
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=8US1922-2UA01
http://www.siemens.com/cax
http://www.siemens.com/specifications
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=G_I202_XX_53420
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