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REV |NO. OF DESCRIPTION REV DATE BY
CONFIDENTIAL: This document is the property of Tucker GmbH. The contents of this document are confidential and constitute
trade secrets proprietary to Tucker GmbH. Neither this document nor its contents shall be disclosed to any unauthorized person,
copied or published without Tucker GmbH's prior written consent. Copyright (:) Stanley Engineered Fastening
FINISH/COATING: siehe Zeichnung/see drawing
Gepruft nach/checked acc. to: MATERIAL: siehe Zeichnung/see drawing
DIN EN 13014589/.0”’ EN 15014589 TOL ON DIM/ANGLE: £0,1mm / +1° STQN".—.EV Tucker GmbH
Werkstoff/Material: Max-Eyth-Str. 1
Blindnietkorper/body: Aluminium/aluminum SUBSTITUTE FOR: GTE300920 Engineered Fastening D-35394 Giessen - www.emhart.eu
OberflaChenSChutZ/F.in.iSh.' LOCATION : GIE/LIN REF.:
BLindnietkbrper/body: blank/plain e POS11-4811-810.097
Nietdorn/mandrel: vorverzinkter Draht, Schnittfldchen blank/precoated wire, plain cutting areas - DIMENSIONS ARE IN METRIC
. " . : - TOLERANCES TO ISO 2768-mK  |7ST ANGLE PROJECTION| WEIGHT |SIZE|  PART NUMBER DRAWING NUWBER
Scherbruchkraft/ Zugbruchkraft/ Nietlochdurchmesser/ Klemmlangenbereich/ Gewicht gesetzt/ - EDGES TO ISO 13715 A3 1 00265 POS1 00265
ultimate shear load: ultimate tensile load: |assembly hole: grip range: setting weight: : i‘L’EF’D‘gﬁgNg‘I’oﬁg 450 1302 _E_ _@_ 2.42g — _
2020N 2800N 4.9 - 5.0 4.8 - 6.4 0.44g #10% HARDENING AND COATING SOALE T 5iq  [HEET q |TYPE |0 SWTEV CATIA V5
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