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FBM/FCMEE (52°%20") @ @PSE ® Glass Tube Fuse (Normal Blow)
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FBM/FCM type fuse is a normal blow glass tube fuse for the

electronic device which rated voltage is less than AC250V.

_ Electrical Characteristics
ESARREE AHEBEEL—XTT ., (METI Category A)
(1) BB Current Carrying Capacity
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The fuse should not be melted until the temperature rise becomes
almost constantly fixed when 110% rated current is applied.
(2) BEEEMIFME:  Melting Time
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(3) 5B EMAR: Interrupting Current
AC 250V 100A

“ Recognized Standard
UL Listed File No. E120786 (AG250V 100mA~1A)
(AC125V 100mA~5A)
File No. LR82665 (AC250V 100mA~1A)
(AC125V 100mA~5A)
(PS)E JET 2014-31003 (AC250V 1~15A)
(AC125VIZH{ERTEEY, )

Thour Max.
2minutes Max.

CSA Certified

The fuses rated AC250V are available for ones rated AC125V.

EK JU05002 (AC250V 125mA, 200mA, 250mA, 500mA, 630mA,
800mA, 1A, 1.25A, 1.6A, 2A, 2.5A, 3A, 3.15A, 4A, 5A, 6A, 6.3A, BA, 10A )

Fuses List
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Note) {PS)E: As the fuses regulated in METI are more than 1A,
so {PS)E mark is not indicated on the main body
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As for more details, please come in contact with sales department.

_ Time-Current Characteristics (Reference)
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itself and package of the fuse less than 1A.
AAC125VER R & A 125V AC only
*1 FBMRATDH *1 FBM type only

Packaging Specifications
FBME!: 1000 /% . FCME!:50018 X (£10001E /%8
FBMtype: 1000 pcs/ Box , FCMtype:500 or 1000 pcs/Box
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