DRAWING #:  Sl0I7

NOTES:
|. ELECTRICAL:
I.I CONTACT CAPACITY:

REV. DATE REVISION DESCRIPTION DR.

--- 09/23/14 SEE EDN20I4-157 L.L.

- SWITCHING VOLTAGE MAX. V AC RMS....240
- SWITCHING CURRENT MAX A................ I5 AT 240V AC / 19 AT 120V AC 5 J_
- SWITCHING CAPACITY MAX. VA............. 3600 OPENED__—
.2 CONTACT RESISTANCE 0.3 OHMS MAXIMUM. HORIZONTAL M DIFFERENTIAL
1.3 UNLESS SPECIFIED SWITCHES CAN BE USED ON AC AND DC LOADS. - - - - ANGLE 15°
FOR DC VOLTAGES REDUCE AC RATINGS TO 70%. %\
2. OPERATE: Closep——
2.1 MAXIMUM DIFFERENTIAL ANGLE I5°. T
2.2 OPERATING TEMPERATURE -20° C TO 70° C. WORKING POSITION
2.3 STAGE TEMPERATURE -20° TO 70° C.
3. EXTERNAL FINISH:
3.1 ENCAPSULATED EPOXY FILLED.
3.2 LEAD WIRES 2 x #I7AWG ROUND SILICONE RUBBER INSULATED.
TAG HOLE 0.20"[5.Imm].
?0.8L6 ABS 5.905+0.250
HOUSING EYELET TERMINAL #I0
[021.5] [150.0£6.35]
——er)
23 = O
EPOXY
@0.591 2.382 FILL
[@15.0] ' [60.5] ' WIRE LEADS #17 AWG ROUND

NOTE: IF NOT OTHERWISE STATED, ALL TOLERANCES 0.015"+0.38

SILICONE RUBBER INSULATED
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