LINEMAN'S PLIERS & SLIP JOINT PLIERS <« Cutters & Pliers
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Attaches/detaches the retainer clip of chains used = (@) wie
- . . . Tip is uneven strippers
in industrial machinery and bicycles, etc. (stepped) and grooved TR
Magnetized to prevent the retainer clip from being ?netﬂzutgf a firm grasp MAGNETIZED
dropped during the work. P Crimpers
B Compatible chains: Roller chains (clip types) ) 165
m Working chain size: 35 to 50 (for industrial machinery) 4500 43
) 120 Tweezers
1/2 x 1/8 (for bicycles) >4 50 @
410 to 530 (for motorcycles) Em.n
] ight: Scremcivers &
Weight: 150 g 8.5[“:\:5::3 Wrenches
P 57 RoHS Metal working
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Part no. Cutting capacity ) 195(220) boxes
Copper wire 3.5 mm ¢ 39(45) "
P-57-175| Copper stranded wire 5.5 mm? 270 {‘\ Tool
VVF 1.6 x 3 wires (2‘71) (gg) Ct cases
Copper wire 4.0 mm ¢ CUTTER
P-57-200| Copper stranded wire 5.5 mm? 370 135
VVF 2.0 x 3 wires (14:5)1 [ HC( ) Tool kits
® Hardness HRC(blade): 61 ( )sizeis 200 Pro7:200
Soldering
T irons&
/. Solder
P-43 Linewans puiers P i
- 163(188) CUTTER  fomod
Part no. Cutting capacity Weéght equpment
e Copper wire 3.3 mm ¢ 22 50 Measuri
P-43-150 Copper stranded wire 3.5 mm? 210 @4) 36 %2) i“:‘ﬁl':‘nen'gs
Copper wire 3.5 mm ¢ 40
P-43-175 Copper stranded wire 5.5 mm? 288 1251 > _ D P-43175 i
(13.5) — Opt[cal
® Hardness HRC(blade): 60 ()sizeis 175 equipment
. HS‘ Antistatic
0 products
P'21 1 Z SLIP JOINT PLIERS 168(206)
41.5(46)
P-211Z-150 —= f Clean
291 45 o 42 products
P-211Z-200 (B81).(5.5) (46)
m Weight: P-211Z-150 170 g (%'13)5‘ = — ) Chemical
P-211Z-200 270 g ( ) size is 200 products
—f Maintenance
\ & Safety
P_21 4 RoHS products
NUT PLIERS
3-step jaw opening. S
® Weight: 70 g series
Miniature
cutters
This compact type cPlIftltse“r:
P-244 wter rune pLiers Y an be easlly used
in joint boxes.
B Weight: 200 g Standard
cutters
38
Scissors
8 T ) Wire
cutters
Miniature
pliers
P'245 WATER PUMP PLIERS
i . Standard
B Weight: 350 g e
48
pliers
Slip joint
10 [T . D pliers
‘AWaming ‘.Always wear safety glasses when working with these tools. Technical inquiries can be made by E-mail to the following address: th@hozan.co.jp
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