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VARIOCON dust cover for panel mounting frame, with IP40 protection, type 3

Why buy this product

 Easy mounting

 Contact inserts are protected when not plugged in

  
Key commercial data
Packing unit 5 pc

Minimum order quantity 5 pc

GTIN

Weight per Piece (excluding packing) 13.76 g

Custom tariff number 39269097

Country of origin Poland

Note Made to Order (non-returnable)

Technical data

Ambient conditions
Degree of protection IP40

Ambient temperature (operation) -40 °C ... 80 °C

General
Type VC3

For panel mounting frames

Material PA

Inflammability class according to UL 94 V0

Color gray

Seal present no
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Classifications

eCl@ss

eCl@ss 4.0 27141210

eCl@ss 4.1 27141210

eCl@ss 5.0 27142104

eCl@ss 5.1 27142104

eCl@ss 6.0 27142104

eCl@ss 7.0 27142104

eCl@ss 8.0 27440208

ETIM

ETIM 2.0 EC000241

ETIM 3.0 EC002040

ETIM 4.0 EC002040

ETIM 5.0 EC002314

UNSPSC

UNSPSC 6.01 30212113

UNSPSC 7.0901 39121712

UNSPSC 11 39121712

UNSPSC 12.01 39121712

UNSPSC 13.2 39121712

Drawings

Dimensioned drawing
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