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00120948

    DIN 49 441 - R2/CEE 7
    IEC/EN 60 320-1/VDE 0625
    BS 5733
    SEV 1011
C
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1a D/F 3 842 517 045

1b GB 3 842 522 585

1c USA/CDN 3 842 537 323

1d CH 3 842 523 910

2 3 842 517 201

3 D
USA/CDN

3 842 537 598
3 842 537 599

4 D
USA/CDN

3 842 527 207
3 842 537 558

5 D
USA/CDN

3 842 517 047
3 842 537 560

6 D
USA/CDN

3 842 537 123
3 842 537 562

7 D
USA/CDN

3 842 517 049
3 842 537 564

8 D
USA/CDN

3 842 517 051
3 842 537 566

BA

B

B

BB

BB

BB

BB
0,5

1,5

BB
1

2

3

5

4
BB

5

5

C

BD
5

5

8981 500 345 08/07

Power supply

  Plug L [m] Socket   

Connecting cables

Pre-manufactured connecting cables 
simplify wiring and provide enhanced 
safety. The connection cables conform 
to DIN EN IEC 60 598-1 standard. 
Plugs (   2-55) are available for 
custom-mounted cables.

Color: black.
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    10 3 842 517 055 

    

    10 3 842 532 909 
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    10 3 842 517 043 
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Connection examples

Material no.Material no.

Plug

Socket

Material no.

Material no.

Connecting plug T-plug


