
 Keylock switch 2 positions square, IP65 

 Equipment consisting of (schematic overview) 

 Key 

 Keylock front bezel  Page    764  

 Actuator 

 Front bezel set  Page    763  

 Fixing nut 

 Switching element  Page    767  

 Each Part Number listed below includes all the 
black components shown in the 3D-drawing. 

 To obtain a complete unit, please select the red 
components from the pages shown. 

 Dimensions [mm] 
 A = Plug-in terminal 2.8 mm x 0.5 mm
C = Screw terminal
E = Slow-make switching element
F = Snap-action switching element 

 Product can differ from the current confi guration. 

 Mounting cut-outs [mm] 
 A = Solder/Plug-in terminal 2.8 mm x 0.5 mm
C = Screw terminal 

 Actuator, Front dimension 24 mm x 24 mm 

 Switching action  Switching angle  Product attributes  Part No. 
 Wiring 
diagram 

 Rest (a) - Momentary  42° right  Standard lock: DOM 311  61-2101.0/D  78 

 Rest (a) - Maintained  90° right  Standard lock: DOM 311  61-2201.0/D  79 

 Rest - Maintained (a)  90° right  Standard lock: DOM 311  61-2203.0/D  79 

 Rest (a) - Maintained (a)  90° right  Standard lock: DOM 311  61-2205.0/D  79 

 a = Key remove 

 Wiring diagrams 

 Wiring diagram   78  Wiring diagram   79 

 Flush design 
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 Keylock switch 2 positions rectangular, IP65 

 Equipment consisting of (schematic overview) 

 Key 

 Keylock front bezel  Page    764  

 Actuator 

 Front bezel set  Page    763  

 Fixing nut 

 Switching element  Page    767  

 Each Part Number listed below includes all the 
black components shown in the 3D-drawing. 

 To obtain a complete unit, please select the red 
components from the pages shown. 

 Dimensions [mm] 
 A = Plug-in terminal 2.8 mm x 0.5 mm
C = Screw terminal
E = Slow-make switching element
F = Snap-action switching element 

 Product can differ from the current confi guration. 

 Mounting cut-outs [mm] 
 A = Solder/Plug-in terminal 2.8 mm x 0.5 mm
C = Screw terminal 

 Actuator, Front dimension 30 mm x 24 mm 

 Switching action  Switching angle  Product attributes  Part No. 
 Wiring 
diagram 

 Rest (a) - Momentary  42° right  Standard lock: DOM 311  61-2101.0/D  78 

 Rest (a) - Maintained  90° right  Standard lock: DOM 311  61-2201.0/D  79 

 Rest - Maintained (a)  90° right  Standard lock: DOM 311  61-2203.0/D  79 

 Rest (a) - Maintained (a)  90° right  Standard lock: DOM 311  61-2205.0/D  79 

 a = Key remove 

 Wiring diagrams 

 Wiring diagram   78  Wiring diagram   79 

 Flush design 
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 Keylock switch 2 positions round, IP65 

 Equipment consisting of (schematic overview) 

 Key 

 Keylock front bezel  Page    764  

 Actuator 

 Front bezel set  Page    763  

 Anti-twist ring  Page    776  

 Fixing nut 

 Switching element  Page    767  

 Each Part Number listed below includes all the 
black components shown in the 3D-drawing. 

 To obtain a complete unit, please select the red 
components from the pages shown. 

 Dimensions [mm] 
 A = Plug-in terminal 2.8 mm x 0.5 mm
C = Screw terminal
E = Slow-make switching element
F = Snap-action switching element 

 Product can differ from the current confi guration. 

 Mounting cut-outs [mm] 
 A = Solder/Plug-in terminal 2.8 mm x 0.5 mm
C = Screw terminal 

 Actuator, Front dimension Ø 25 mm 

 Switching action  Switching angle  Product attributes  Part No. 
 Wiring 
diagram 

 Rest (a) - Momentary  42° right  Standard lock: DOM 311  61-2101.0/D  78 

 Rest (a) - Maintained  90° right  Standard lock: DOM 311  61-2201.0/D  79 

 Rest - Maintained (a)  90° right  Standard lock: DOM 311  61-2203.0/D  79 

 Rest (a) - Maintained (a)  90° right  Standard lock: DOM 311  61-2205.0/D  79 

 a = Key remove 

 Flush design 

            eao.com    §	   11/2021       706    

 61 
 01 

 02 

 03 

 04 

 09 

 14 

 17 

 18 

 19 

 22 

 31 

 41 

 45 

 51 

 56 

 57 

 61 

 70 

 71 

 82 

 84 

 92 

 96 

18
x

24

54

52

5.5 max.

49

2

27

A

C

A

E

EF

C

A

0
I 0

I


