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New!  

BM1 Plus  

Professional Mount  
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1. BM1 Plus Prof. & Clamp - Overview and key messages  

1. Still compatible with all GLL line lasers and GCL 

combi laser. 

 

2. All the same features as the BM1, with the addition of 

the ceiling clamp.  

 

3. Sliding button for height selection so drop ceiling 

application possible with all line laser models. 

 

4. Easy to use by sliding clamp onto BM1 Plus and 

attach to a guide rail using spring loaded clamp jaw. 

 

5. Extra support against the wall through design of the 

clamp 

 

 



Q1 2014  

Department  | 29/10/2013 | © Robert Bosch Ltd. 2013. All rights reserved, also regarding any disposal, exploitation, reproduction, editing, 

distribution, as well as in the event of applications for industrial property rights. 

  

3 

2.1 BM1 Plus Prof. - Features and benefits  

Screw hole 

¼” tripod thread for 

all line lasers 

Rotation plate 

Fine height 

adjustment knob 

Pull-out feet for 

stable application 

on the floor 

Clip for the 

guiding rail 

Sliding button for two 

different height positions 

Additional support 

against the wall 

Easily attach ceiling 

clamp through sliding 



Q1 2014  

Department  | 29/10/2013 | © Robert Bosch Ltd. 2013. All rights reserved, also regarding any disposal, exploitation, reproduction, editing, 

distribution, as well as in the event of applications for industrial property rights. 

  

4 

2.2 BM1 Plus Prof. - Features and benefits  

Clamp has two different heights so that a drop ceiling application is possible with all 

line laser models. 

Height for; 

►GLL 2-50 

►GLL 3-50  

Height for; 

►GLL 2-80 P 

►GLL 3-80 P  




