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BoLink
Design seal, IP65

BL 7040 DI-5005
Order no.: 16374002

* = Available on request.

Characteristics

Colour of enclosure group
Signal blue

Enclosure Material
 

Enclosure: PC UL 94 V0

Seal: TPE

For details see technical information

Scope of delivery
5 seals

Important!
To compensate for pressure when temperatures change and cause moisture in the enclosure, we we recommend that you use a
pressure compensation element.
» Additional information

Technical documentation / Downloads
Technical drawings

3D product data in STEP format: Registration necessary
Product drawing in PDF format: 16374002 BL-7040-DI-5005.pdf (182.9
KB)
Product drawing in DXF format: 16374002 BL-7040-DI-5005.dxf (1.8 MB)

Works Test Certificates

802 WPZ-BoLink DE.pdf (156.1 KB)

Product information

BoLink GB.pdf (2.3 MB)

https://www.bopla.de/en/enclosure-technology/product/cable-glands-general-accessories/accessories-cable-glands.html
https://www.bopla.de/en/technical-data/technical-information/pressure-compensation-elements.html
https://www.bopla.de/en/popup-inhalte/login.html
https://www.bopla.de/fileadmin/product_data/Alle_BoLink/16374002_BL-7040-DI-5005.pdf
https://www.bopla.de/fileadmin/product_data/Alle_BoLink/16374002_BL-7040-DI-5005.dxf
https://www.bopla.de/fileadmin/product_data/00_WPZ/802_WPZ-BoLink_DE.pdf
https://www.bopla.de/fileadmin/product_data/Katalog-Pdfs/BoLink_GB.pdf
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802 WPZ-BoLink EN.pdf (154.6 KB)

https://www.bopla.de/fileadmin/product_data/00_WPZ/802_WPZ-BoLink_EN.pdf

