VLI
. :
LT

Products > LED Indicators > Panel Indicators > Round > Front Insertion > 5mm > Chrome Housing > Protruded LED
> 2 Leaded

/C: N Features / Options Applications / Uses
» Bi-Color Styles Optional » Front Panel Status Indicators
» State-of-the-Art, LED Technology » Alarm/Warning Indicators
» Choice of LED Colors and Lens » Front Panel Circuit Fault Indicators

FInishes » Instrument Control Panels

» Insulated Lead Lenghts Optional » Medical Diagnostics Indicators

» Easy installation through panel » Industrial Automation Control

Panels

Part Number: Brightness Material Engci)tlts:rd Wavelength

SSI-LXR3816BID-150 STANDARD | Gaasp | BInKIng 635 6 80 | 31sv
SSI-LXR3816GD-150 STANDARD |  Gap Green 565 30 60 22
SSI-LXR3816GD5V150 STANDARD |  Gap Green 565 20 60 5.0
SSI-LXR3816GHW-150 STANDARD |  Gap ol 700/565 10 60 | 22120
SSI-LXR38161D-150 STANDARD | GaAsP Red 635 30 60 2.0
SSI-LXR38161D5V150 STANDARD | Gaasp Red 635 20 60 5.0
SSI-LXR3816SID-150 HIGH AInGaP |  Red 636 700 60 2.0
SSI-LXR381650D-150 HIGH AlInGaP | Orange 610 100 60 2.0
SSI-LXR3816SRD-150 HIGH GaAlds | Red 660 75 60 1.7
SSI-LXR3816SUGD150 HIGH AnGaP | Green 574 50 60 29
SSI-LXR38165YD-150 STANDARD | GaAsp | Yellow 585 20 60 2.1
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NOTES:

1. SSL-LX5093SID, RED LED. TRIM LEADS O 4mm.
2. 5SI-LXR3816, CHROME HOUSING.

3. SSH-LXH4B158SG, BUSHING (NOT SHOWN). INSERT AND CRIMP.
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4, ANODE LEAD: LXP-WST24RDTOC, 24 AWG., TINNED OVERCOAT, RED INSULATION.

CUT 160mm LONG, STRIP BGTH ENDS 3mm & 9.5mm.

5. CATHODE LEAD: LXP-WST24BLTOC, 24 AWG, TINNED OVERCOAT, BLACK INSULATION.

CUT 160mm LONG, STRIP BOTH ENDS dmm & 9.5mm.
6. CRIMP WIRES TO LED LEADS.

PART NUMBER REV.

SSI=LXRA816SID-150

ELECTRO—OPTICAL CHARACTERISTICS TA=25C If=20mA

PARAMETER MIN P MAX UNITS ~ TEST COND
PEAK WAVELENGTH 636 nm

FORWARD VOLTAGE 20 25 %

REVERSE VOLTAGE 50 Vr Ir=100pA

AXIAL INTENSITY 700 med 1§=20mA
VIEWING ANGLE 60 2x theta

EMIMTED COLOR: RED

EPOXY LENS FINISH: RED DIFFUSED

LIMITS OF SAFE OFERATION AT 25°C

PARAMETER MAX UNITS
PEAK FORWARD CURRENT* 150 mA
STEADY CURRENT X0 mA
POWER DISSIPATION 100 mW
DERATE FROM 25'C -1.2 mW/"C
OPERATING, STORAGE TEMP. —40T0 +85 'C
<105

CNCONTIROLLELD DOCUMENT

*UNLESS OTHERWSE SPECIFIED TOLERAGCES PER DEGNAL PRECISION ARE: X=41 (£0.036), XX=10.5 (£0.020), XX(=£0.25 (0.010), XXOK=10.127 (£0KS) LEAD SZE=10.05 (+0002), LEAD LENGTH=£075 (x0.030), UN= HFENAL PRECBIDN yyy - 4000 ormcion

REV.

PART NUMBER

SSI-LXR36163ID—150

T-Smm 636nm AllnGaP RED LED PANEL INDICATOR,
RED DIFFUSED LENS, 6.0" WIRE LEADS.

CONFIDENTIAL_INFORNATION
THE INFORMATION CONTANED IN THIS DOGUNENT IS THE PROPERTY OF
LUMEX NG, EXSEPT AS SPECFICALLY AUTHORIZED IN WRITING BY LUNEX
INC,, THE HOLDER OF THS DOCUMENT SHALL KEEP ALL INFORMATION
CONTANED HEREIN CONFIDENTIAL AND SHALL PROTECT SANE IN WHOLE CR
IN PART FROM DISCLAOSURE AND DISSENNATIDN TO ALL THRD PARTIES.

RELIABLITY NOTE
OUR NANY YEARS OF EXPERENCE DATA ACCUNULATION INDICATE THAT
SOLDER HEAT IS A MAJOR CAUSE OF EARLY AND FUTURE FAILURE
PLEASE PAY ATTENTION TO YOUR SOLDERING PROCESS.
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