
 

 

 

 

 

 

We We We We nevernevernevernever    supply a supply a supply a supply a ‘mixed material‘mixed material‘mixed material‘mixed material’ Superclamp.’ Superclamp.’ Superclamp.’ Superclamp.    
    
    

AvailabAvailabAvailabAvailable from size 17mm to size 265mm.le from size 17mm to size 265mm.le from size 17mm to size 265mm.le from size 17mm to size 265mm.        Larger sizes Larger sizes Larger sizes Larger sizes 

are available on requestare available on requestare available on requestare available on request....    
    
    

        ChChChChromium VI free finish on all materialromium VI free finish on all materialromium VI free finish on all materialromium VI free finish on all materials.s.s.s.    

 

 

 

 

 

 

 

 
 
NSS Test – Natural Salt Spray test according to BS EN ISO 9227 2008.  Conducted in a 
sealed chamber at 35oC, where a 5% NaCl solution with a PH value of between 6.5 and 7.2 
is sprayed continuously onto the clips.  240 hours NSS is regarded by the British 
construction industry as the equivalent of a lifetime of 60 years in an urban outside 

environment in the UK. 

 

 

 

Mild Steel Zinc Plated  (W1) 

(W1) 

304 Stainless Steel  (W4) 316 Stainless Steel  (W5) 

168 Hours168 Hours168 Hours168 Hours    1000 Hours1000 Hours1000 Hours1000 Hours    2000 Hours2000 Hours2000 Hours2000 Hours    

M/S  (W1) 304 S/S  (W4) 316 S/S  (W5) 

Smooth band protects hose 

Solid trunions to maximise torque 

Single nut adjustment 
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