PART NO. Pos. A B L
81123-020B-200 20P | 1755 | 13.00 200 PULL-TAPE
81123-030B—200 30P | 2255 | 1800 | 200 L OGO MARK
81123-040B-200 40P | 2755 | 23.00 200 .
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Connector.1 Connector.2
Wire type Pos. Pos. Wire type
SGC AWGH#40|_n 1 SGC AWG#40 ,
SGC AWGH#40 [ n-1 2 SGC AWG#40
SGC AWG#40[ n—2 3 SGC AWG#40
SGC AWG#40| n-3 4 SGC AWG#40 DETALL E
SGC AWG#40| n—4 5 | SGC AWG#40 Je AL L
(PULL BAR MOVEMENTS SOLDERING  VIEW-G (S=4/1)
(S=5/1) , '
l | | | NOTE. ,
! ! : ! 1.CONSTRUCTION
CONNECTOR 1,2 : CABLINE-VS PLUG
P/N:20453-0%*T-01 _
! ! ! ! COAXIAL CABLE : SGC AWG #40 =
| | | | 2.CONNECTOR TO BE MATED : 20455—-0%E—k %
_ 3.TO HANDLE THIS CONNECTOR 10
— YOU MUST READ AND FOLLOW THE INSTRUCTION MANUAL BELOW. '
SGO AWG#0 | 5 n-4 | SGC AWGHAO I-PEX TECHNICAL REPORT No.IER-001-03230 BENDING CABLE (NOTE.4)
SGC AWGH#40 |4 n-3 | SGC AWG#40
SG0 AWGHA0 = 4.THE FOLLOWING DIMENTION IS RECOMMENDED -
W 3 n—2 | SGC AWG#40 ' WHEN THE CABLE IS BEND
SGC AWGH#40 |2 n-1_| SGC AWG#40 , :
SGC AWGH#40 1 n SGC AWGH#40 , DESIGND BY " DATE,
. T‘ Ha\‘h& muara MO\K/D;/?D I - PE Interconnect
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