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TECHNICAL DATA
| == CURRENT RATE 25MM"2 WIRE 120A
= 2 CURRENT RATE 35MM*2 WIRE 150A
H CURRENT RATE 50MM"2 WIRE 180A
d L VOLTAGE RATE 1000V DC
I — e O =— | OPERRATING TEMPERATURE -40-125°C
B a DIELECTRIC WITHSTANDING VOLTAGE 3000V AC
i H INSULATION RESISTANCE 2000Me
DURABILITY 50 CYCLES
= | - SHIELDING YES
—j WATERPRROF (MATED CONDITION) IP67 IP6KIK
CORROS ION-PROFF GRADE (SALT FOG TEST) 96 HOURS
AMBIENT TEMPERATURE -40-70°C
W n
Z ©| | DIMENSIONS | TOLERANCES | PROJECTION TITLE
a2 Amphenol Pcd Shenzhen
3 S e | o oo © ] HVSLS800 RECEPTACLE
o o | PeEre | M o8 T om Dai Dec.2646 THE SAME UP DIRECTION WIRING
ORIGINAL THIS DOCUMENT CONTAINS CHRD SIzE | Dwe No. REV
PROPRIETARY INFORMATION WHICH A3 C-HVSLS800022X1H6-2 1
IS THE CONFIDENTIAL PROPERTY APPD
OF AMPHENOL PCD SHENZHEN CODE: 58982 \ SCALE: 11 SHEET 1 OF 3
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Notes :
Number 2 assembly for the client

2 C420003643 SINGLE PIN(522%1) 2 ASSEMBLE
1 HVSLS80002XH6-2 ASSEMBLE RECEPTACLE(JERETE(R) 1 ASSEMBLE
INDEX P/N DESCRIPTION QTY REMARK
SIZE | DWG NO. REV
A3 C-HVSLS800022X1H6-2 1

CODE: 58982 |
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