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zipper e-chains® Series 09 Delivery program
Fast opening, high accelerations

e-chain® | Series 09 | Zip-open along outer radius

Dimensions 

3D-CAD files, configurators, PDF www.igus.eu/09

Weight 
[kg/m]

R Bending radii
[mm]

e-chain® zip-open

along outer radius

Supplement Part No. with required radius (R). Example: 09.40.048.0

Inner height 15 mm

Pitch 20 mm/link 

Links/m 50 (1000 mm)

Chain length S/
2 
+ K
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Full set

A…must be indicated
on preassembled 
configurations

Mounting bracket for
selected width index

With strain relief
tiewrap plates

Interior separation

Width

Index

Number

of teeth

Dim. A

[mm]

Dim. B

[mm]

Part No. full set

with tiewrap plates 

Part No. full set 

without tiewrap plates 

Full-width shelves

Width X [mm] unassembled assembled Width X [mm] unassembled assembled Width X [mm] unassembled assembled

Slotted separator B09.2

Is used when vertical separation is required. Due to its slot,

it allows basic vertical/horizontal shelving arrangements.

Full-width shelf 110.X

This option makes sense in applications with many thin cables

with similar diameters. For a consequent subdivision. 

Full-width shelf

e-chains®/e-tubes

unassembled

assembled

Slotted separator

for e-chains® 

unassembled

assembled

Drilling pattern for width index: 080.10. - 080.20. center bores only / 080.30. - 080.50. all bores (see figure above)

ESD/ATEX permanently conductive e-chains® - Several widths with delivery from stock:

Inner widths Bi 16 - 50, radii R 28 - 48. Full ESD delivery program www.igus.eu/ESD

Possible installation conditions for assembled mounting brackets. 

For the preassembled mode please add index A1... A4.

Part No. structure

Moving end Fixed end

Mounting brackets, polymer one-piece | locking | More features www.igus.eu/09

zipper e-chains® Series 09 Accessories


