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PORTABLE COOLING FANS 

TURBO N Series
Range of large diameter portable cooling fans 

specially designed to offer a powerful and uniform 

distribution of air with very quiet operation.

Protected against corrosion by an epoxy paint 

coating.

Metallic impeller dynamically balanced.

Motors

Single phase motor 230V-50Hz, equipped with 

thermal protection.

Model TURBO 3000 is IP54.

Turbo 351 N

Turbo 451 NTurbo 451 CN 

Turbo 3000

Turbo 3000:
high performance

impeller

The special impeller design
delivers a high volume airflow
for commercial or industrial
environments

TURBO 351 N and 451 N: designed for residential
and commercial applications

3 speed controller Adjustable fan position
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Before installation check that the product electrical characteristics listed on the data plate label (voltage, power, frequency etc) match those of the intended electrical supply.

Heat removal applicationsGeneral ventilation

Technical characteristics

Model Speed 
(r.p.m.)

Voltage 

 
(V)

Intensity 

 
(A)

Power 

 
(W)

Air volume 
(m3/h)

Sound level 
(dB(A))

Ø 
impeller 

(mm)

Height 

 

(mm)

Cable 
length 

(mm)

Weight 

 

(Kg)Fast Middle Slow Fast Middle Slow Fast Middle Slow

TURBO-3000 1400   900 230 130 3000 1900 65 32 350 480 2500 12

TURBO-351 N 1230 980 800 230 0,2 45 1475 1150 1100 42 40 38 350 510 4

TURBO-451 N 1160 950 750 230 0,3 65 2880 2450 2300 65 58 52 450 560 5,1

TURBO-451 CN 1160 950 750 230 0,3 65 2880 2450 2300 65 58 52 450 ** 10,4

* The height of the TURBO-451 CN is: minimum/maximum 1200 / 1480 cm.
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