threaded fittings

3108 male stud branch tee, BSPT thread

lastic body, nickel- z l‘— m
glated bras‘; stud with go ¢ & F G H 2 kg
tefion pre-coated thread 4 1/8 310804 10 10 85 155 14 0,007

4 1/4 31080413 14 85 16 14 0,015

6 1/8 310806 10 10 105 175 16 0,009

I2- 'i 6 1/4 310806 13 14 105 18 16 0,017

‘~—-y———| 8 1/8 310808 10 10 135 22 23 0,016

; 8 1/4 31080813 14 135 21 23 0,019

f&: **Jr* 7:& 8 3/8 31080817 17 135 21 23 0,020

H 7N 10 1/4 3108 10 13 15 16 24 26,5 0,021

{ L L 10 3/8 3108 10 17 17 16 24 26,5 0,024

c \18G @Dl 10 1/2 31081021 21 18 24 26,5 0,028

OF 12 1/4 31081213 15 19 27 31 0,094

12 3/8 31081217 17 19 27 31 0,092

12 1/2 3108 12 21 21 19 27 31 0,109

the body is orientable for 14 3/8 31081417 24 25,5 51 33,5 0,113

positioning puposes 14 1/2 3108 14 21 24 255 51 335 0,114

3103 male stud run tee, BSPT thread

i ickel- Z

Flated brasy, stud with gD ¢ & F G H W L &

teflon pre-coated thread 4 1/8 310304 10 0 85 235 9 14,5 0,007

4 1/4 31030413 14 85 24 95 14,5 0,010

|‘;’ 6 1/8 310306 10 10 10,5 27,5 10 17,5 0,009

{F’C( 6 1/4 31030613 14 10,5 28 10,5 17,5 0,017

. 8 1/8 31030810 10 13,5 35 125 23 0,016

8 1/4 31030813 14 135 34 1,5 23 0,019

i 8 3/8 31030817 17 13,5 34 11 23 0,020

H =4 1 10 1/4 31031013 15 16 405 14 26,5 0,021

T 1T 10 3/8 31031017 17 16 405 14 26,5 0,024

H‘i 10 1/2 31031021 21 16 405 14 26,5 0,028

¢ TQLG zol| 12 174 31031213 15 19 46,5 155 31 0,094

, 12 3/8 31031217 17 19 46,5 155 31 0,092

OF 12 1/2 3103 1221 21 19 4655 155 31 0,109

the body is orientable for 14 3/8 31031417 24 255 71,56 38 33,5 0,113

positioning purposes 14 1/2 3103 14 21 24 255 715 38 33,5 0,114

3121 male BSPT threaded standpipe

nylon probe, z

n}::kel-':alated brass stud gD ¢ ‘ F H H1 m

end with teflon pre- 4 1/8 31210410 10 26 14 0,005

coated thread 4 1/4 31210413 14 26,5 14,5 0,013

6 1/8 31210610 10 28 14 0,005

T (M @D 6 1/4 31210613 14 28,5 14,5 0,013

“ 8 1/8 31210810 10 295 11 0,006

H ] 8 1/4 31210813 14 285 10 0,008

R S 8 3/8 31210817 17 28,5 10 0,012

H1 oF 10 1/4 31211013 15 36 1555 0,010

! 10 3/8 31211017 17 36 155 0,012

¢ 10 1/2 312110 21 21 36 155 0,022

12 3/8 31211217 17 365 12 0,022

12 1/2 31211221 21 365 12 0,043

14 1/2 312114 21 22 34 9 0,043

Pre-coating of part-numbers
3108 - 3103 and 3121

% pre-coating
-

All taper threaded LF 3000 male fittings are supplied with a teflon
pre-coated thread for immediate installation.
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