
POWERSTACK 5AH batteries deliver 50% more power* with 50% more work per charge** and twice the 
lifetime*** of standard 5AH batteries.

TWO ARE BETTER THAN ONE
DCK2050H2T - 18V XR BRUSHLESS POWERSTACK TWIN KIT
Kit Contains: DCD805 Hammer Drill Driver, DCF850 Impact Driver, 2 X 5AH POWERSTACK Batteries, Charger, TSTAK Kitbox.
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*vs. DEWALT DCB184 battery, not in application **Usable energy vs. DEWALT DCB184 battery, not in 
application ***Charge cycles vs. DEWALT DCB184 battery.



*vs. DEWALT DCB184 battery, not in application **Usable energy vs. DEWALT DCB184 
battery, not in application

Copyright ©2022 DEWALT. The following are examples of trademarks for one or more DEWALT power tools and accessories: the yellow and black color scheme;  
the “D”-shaped air intake grill; the array of pyramids on the handgrip; the kit box configuration; and the array of lozenge-shaped humps on the surface of the tool.

DCD805 SPECIFICATIONS  
MAX. TORQUE 90 Nm

MAX. DRILING CAPACITY Wood 55 / Metal 13 / Masonry 13 mm

NO LOAD SPEED DRILL 0 - 650 / 2000 rpm

BEATS PER MINUTE 34000 bpm

WEIGHT 1. kg

18V XR BRUSHLESS
TWIN KIT

The DCF850 is our most compact, most powerful 18V impact driver ever

The DCD805 delivers up to 90Nm of torque in a compact 177mm body

DCF850
IMPACT DRIVER
205Nm of torque in a compact 
100mm body allows access to 
tight spaces

TSTAK
KITBOX
Durable and compatible with all 
products in the TSTAK range

POWERSTACK
BATTERY TECHNOLOGY
50% more power* with 50% 
more work per charge**

www.DEWALT.com

Extreme
Tri Flute
6 Piece Set

DCK2050H2T KIT INCLUDES RELATED ACCESSORIES
(1) DCD805 Brushless Hammer Drill Driver
(1) DCF850 Brushless Impact Driver
(2) DCBP518 5AH POWERSTACK Batteries
(1) DCB115 XR 4A Charger
(1) TSTAK Kitbox

DCF850 SPECIFICATIONS

DT90238-QZ

DCD805
HAMMER DRILL DRIVER
Up to 90Nm of torque, 2 speed 
settings and 15 torque settings 
for complete control

4 AMP
CHARGER
Compatible 
with all 18V XR 
batteires

MAX. TORQUE 205 Nm

NO LOAD SPEED 0 - 3250 rpm

IMPACT RATE 3800 ipm

MODE SELECT 3

WEIGHT 0.9 kg


