SANYO

Cadnica

Cell Type N-3000CR

Specifications

Nominal Capacity 3000mAh
Nominal Voltage 1.2v
. Standard 300mA
—~ T, D Charging Current
i a® / p Fast 4500mA
{ 1 Charaing Time Standard 14 to 16Hrs.
sA o @§ D ging Fast about 1Hr.
MY | Standard| 0°C to +45°C [+32°F to 113°F]
Charge
T Ambient Fast 5°C to +40°C [+41°F to 104°F]
ZRGE A Temperature | Discharge -20°C to +60°C [ -4°F to 140°F]
!;'E{‘EL CADMIUM BlTT"! Storage -30°C to +50°C [ -22°F to 122°F]
N-3ED TYPE + HECHA"GQV} Internal Impedance (Av.) 3.4mQ
‘n.,“g?OCR 1.2V, 3 49.0 203 mm| | (at 50% discharge) (at 1000Hz)
S7"F0 CHARGE 14116 HrS: % 18 H 920902  inch -
o LS Dimensions : Weight 84g/2.960z
“Nyo POSE OF BATT a of b 25.2 0.3 mm
E'ﬁl’.f:ﬁ%;%ﬁ‘ Bare Cell 26922 ®02 inch| | pimensions(D)x(H) 258 ) x50.0 mm
. : mm with tube 0 0 i
d = = | ) 1.02 3, x1.97 2, inch
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