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ADD CABLE ATTACHMENT
DEL CONTACT:SOLDER/CRIMP
DEL CABLE RETENTION
NICKEL 100" MIN,— NICKEL
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WORKING VOLTAGE
VOLTAGE RATING
DEL PROOF VOLTAGE,SOLDER

01.20.14/
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1.1 FREQUENCY RANGE: DC—2 GHz 22.3%0,5(,878+,020)
1.2 NOMINAL IMPEDANCE: 75 OHMS
1.3 VOLTAGE RATING: 300 VOLTS MAX.
1.4 VSWR: 1.1 MAX. ®750 MHz
1.16 MAX. @1 GHz
2.0 MATERIALS 3 g
2.1 BODIES: BRASS PER JIS-C3804 0112072014
2.2 CENTER CONTACT: BRASS PER JIS—-C3604
2.3 INSULATION: TEFLON PER ASTM D145% AND ASTM D1710
2.4 CRIMP FERRULE: BRASS PER JIS-C2700
3.0 FINISHES AND OTHERS
3.1 SEE BELOW TABLE FOR DETAILS. 3006118 8.0¢315) |
4.0 MECHANICAL 000 N Jug M v
4.1 FOR USE WITH BELDEN 735A OR SIMILAR STYLE CABLE o o _ i 1o :)W/Eg
4.2 CABLE ATTACHMENT: OUTER: SOLDER, INNER: SOLDER/CRIMP A N pantol
4.3 CRIMP SIZE REQUIRED: CONTACT: 0.71(.028) SQ. CRIMP TOOL A S S ol 14.0¢,551) |
FERRULE: 4.6(.181) HEX. CRIMP TOOL L/ N e < f i
3.5(.138) HEX. CRIMP TOOL - v 8
5.0 ENVIRONMENTAL 12.5¢492> STRIPPING DIMENSION
5.1 OPERATING TEMPERATURE RANGE: —40° C TO +85° C SCALE 3:1
11 |CRIMP FERRULE | BRASS 1 | NICKEL A
10 | SLEEVE BRASS 1 | NICKEL A
9 | BUSHING TEFLON 1 |NONE
8 | CENTER CONTACT | BRASS 1 |GoLD APPROVED oy DATE:
7 | INSULATION TEFLON 1 |NONE
6 | WASHER BRASS 1 | NICKEL A DESCRIPTION | MINI BNC STRAIGHT PLUG CRIMP
5 |SPRING WASHER | SK-5 1 |NICKEL A 3| DRAWN [TOLERANCE | &% | 56-01 T.GN  179y|H[.DATE_Jpg[ REV.
4 | WASHER BRASS 1 | NICKEL A | Yoko |3~ [ioz LIILE |\ROHS COMPLIANT ¢750#H|0411.07' k| A-3
3 | GASKET SILICONE | 1 [RED i # [ _CHECK <X |ro1 | & UNIT |sweno.| 56-0003
2 |BODY BRASS 1 |NICKEL 100" MIN. @) Arc B [ mmcind
1 [SHELL BRASS 1 |NICKEL 1004'MIN. % [APPROVAL | XXX _|£0.05 ' ISCATE
NO|DESCRIPTION  |MATERIAL|Q'TY| FINISH E| Angela [ANGLE[X5" |#l| 4:1






