DESCRIPTION DATE

REDUCE SPRING WASHER FROM

2 PCS TO 1 PC 07.07.97

BACKGRDUND FORMAT UPDATED|[08.07.03’]

BACKGROUND FORMAT UPDATED
ADD ¢2.9 ; 3.0 — 3.0 REF.
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08.17.11"
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1.1 FREQUENCY RANGE: DC—1 GH: =iy - A
1.2 NOMINAL IMPEDANCE: 75 OHMZS / 7.2¢.295)
1.3 VOLTAGE RATING: 500 VOLTS MAX. FLATS 9.5¢374)
2.0 MATERIALS
2.1 BODIES: BRASS PER JIS—-C3604 23.940.5¢,941+.020> |
2.2 CENTER CONTACT: BRASS PER JIS—C3804
2.3 INSULATION: TEFLON PER ASTM D1457 AND ASTM D1710
3.0 FINISHES AND OTHERS
3.1 SEE BELOW TABLE FOR DETAILS. A A
4,00175) 400175
4.0 MECHANICAL p— o | | il i
41 FOR USE WITH RG176U OR SIMILAR STYLE CABLE L_ﬂ[ o %
4.2 CABLE ATTACHMENT: OUTER: CLAMP, INNER: SOLDER ‘ ='\\'.~&,\\.\\'.\\\\'f
5.0 ENVIRONMENTAL ‘
e 9.10¢.358)
5.1 OPERATING TEMPERATURE RANGE: —20* C TO +80° C I IAA9.0(.354) !
13| CENTER CONTACT | BRASS 1 |GoLD
12|NUT BRASS | 1 |NICKEL 1004 MIN. SIRIBEING: DIMENRION
11 | WASHER BRASS 1 |NICKEL
10 | GASKET RUBBER [ 1 [RED
9 | BRAID CLAMP BRASS 1 |NICKEL 1004’ MIN.
8 | WASHER BRASS | 1 |NICKEL APPROVED oy DATE:
7 |SPRING WASHER | SK-5 1 |NICKEL A
6 | INSULATION POM 1 |NONE A DESCRIPTION | BNC STRAIGHT PLUG CLAMP
5 | WASHER BRASS 1 |NICKEL -] DRAWN TOLERANCE | &% [13-01-3 T.G.Z 17su|g |LDATE REV.
4 | GASKET RUBBER | 1 |RED Kristinals To2 LIITLE |\ROHS COMPLIANT <75®pii|1223.91 [ik| A-S
3 | INSULATION TEFLON | 1 [NONE ] iz |_CHECK X o1 |E UNIT T vo. | 13-0007
2 | BODY BRASS 1 |NICKEL 100" MIN. B| Arc i [ mmcind
1 | SHELL ZINC 1 | NICKEL @ % [APPROVAL | XXX _|+0.05 [ TSCATE
NO| DESCRIPTION |MATERIAL|Q'TY FINISH iE| Jenny |ANGLE|+5" |[#]| 41




