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Figure 1
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CPC Series 45 Unshielded Cable Receptacle Kit
1546877–1 is designed for use in harsh
environments. The receptacle engages with CPC
shielded or unshielded plugs.

This receptacle kit is designed for front or rear
panel–mount applications.
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Reasons for reissue of this instruction sheet are
provided in Section 5, REVISION SUMMARY.
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This receptacle kit consists of the components shown
in Figure 1.
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1. Terminate the SL 110 jack according to
408–8417 (install the bend–limiting strain relief for
this application).

2. Align the locking tab of the SL 110 jack (mating
face first) with the wide slot at the back (large

diameter end) of the receptacle assembly. Depress
the locking tab, and insert the SL 110 jack into the
receptacle assembly until there is an audible
“click.” Gently pull the cable to ensure that the 
SL 110 jack is fully seated. See Figure 2, Detail A.
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3. Fit the flange seal over the mating face (small
diameter end) of the receptacle assembly (for back
panel mount) or the back of the receptacle
assembly (for front panel mount) until it is flat
against the flange. Make sure that the mounting
holes align. See Figure 2, Detail B.
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4. Cut the panel using the dimensions provided in
Figure 3.

5. Insert the receptacle assembly into the panel
until the flange seal is flat against the panel. See
Figure 4.

6. Thread four No. 4 screws into the mounting
holes, and tighten until secure.

����

�

����

�

�������

�



����������� �$+&$, �� �(,%&$'#$# � !'$ �$"$*- "'$ �&- ���	�

��

��, �� &� � �.�& �#��*(&%"�) �&('&(�*"&%

Figure 3

�	��	��	� ���	� ������

	������ 
���� ���������� ���� �� ����� ���

	�������� $$
���
������ "%��
�
 �#���)�

	��
����� $$
���
������ "%��

	���	����� $$
���
	������ "%��

�)-$ �&* *& ���#�

	���	����� $$
���
	������ "%��

Figure 4
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Components of the receptacle kit are not repairable.
DO NOT use defective or damaged components.

DO NOT re–use an SL 110 jack assembly by
removing the cable.
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Revisions to this instruction sheet include:

� Updated document to corporate requirements


