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Ferrite Inductors
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JDEMS8030C / DEM8040C / DEM8045C |}

Inductance Range: 1.5~47uH(DEM8030C), 1.5~33uH(DEM8040C), 1.5~47uH(DEM8045C)
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(Unit: mm)

FEATURES 455

8.3x 8.3mm Max. square, 3.0, 4.0, and 4.5mm Max. height.
Magnetically shielded construction and low DC resistance.

Suitable for large currents.

RoHS compliant.
Halogen Free

TOKO STANDARD PART NUMBERS

*: DEM8040C ; 4.0mm Max.
DEMB8045C ; 4.5mm Max.

Recommended patterns
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TYPE DEM8030C (Quantity/reel; 1000 PCS)
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Inductance Temperature

TF?:”O Inductance® Tolerance ResisDtgnce(z) Deieiﬂse Cl_JI_”en Rise Current®
Number (uH) &) (mQ) Max. (Typ.) o Ut AI=HE

ST L = (A) Max. (Typ.)
1273AS-H-1R5N 15 +30 10.0 8.3) 7.5(10) 7.3(8.6)
1273AS-H-2R2N 29 +30 13.2 (11) 6.2(8.2) 6.5(7.7)
1273AS-H-3R3N 33 +30 19.2 (16) 5.2(6.9) 5.4(6.3)
1273AS-H-4R7N 4.7 +30 22.8 (19) 4.4(5.9) 4.9(5.8)
1273AS-H-6R8N 6.8 +30 37.2 (31) 3.4(4.5) 3.7(4.4)
1273AS-H-100M 10 +20 54.0 (45) 2.9(3.8) 3.1(3.6)
1273AS-H-150M 15 +20 78.0 (65) 2.4(3.2) 2.6(3.1)
1273AS-H-220M 22 +20 126.0 (105) 2.0(2.7) 2.0 (2.4)
1273AS-H-330M 33 +20 174.0 (145) 1.6 (2.1) 19 (2.2)
1273AS-H-470M 47 +20 289.0 (241) 1.3(1.7) 1.3(1.5)
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TOKO STANDARD PART NUMBERS 3% E#5—&

TYPE DEM8040C (Quantity/reel; 1000 PCS)

EAFHSE R EE” NE BAERREA® (#8) RARBERNEES (E) SR FFEES (@)
Inductance Temperature
TPOEI;tO Inductance® Tolerance ResisDtgnce(z) De(:e:ﬂse CuTrrent(3’ Rise Current®
Number (uH) (&) (mQ) Max. (Typ.) Y Lax.( e QI=04E
S T —30% (A) Max. (Typ.)
1248AS-H-1R5N 15 +30 10.1 (8.4) 10.0 (14.0) 8.0 (9.4)
1248AS-H-2R2N 2.2 +30 13.2 (1) 8.6 (12.0) 7.0 (8.3)
1248AS-H-3R3N 3.3 +30 19.2 (16) 7.2 (9.4) 5.6 (6.6)
1248AS-H-4R7N 4.7 +30 22.8 (19) 6.2 (8.4) 5.3 (6.2)
1248AS-H-6R8N 6.8 +30 36.0 (30) 4.8 (6.6) 4.2 (4.9)
1248AS-H-100M 10 +20 52.8 (44) 4.1 (5.4) 3.4 (4.0)
1248AS-H-150M 15 +20 78.0 (65) 3.4 (4.6) 2.7(3.2)
1248AS-H-220M 22 +20 126.0 (105) 2.8 (3.7) 2.2 (2.6)
1248AS-H-330M 33 +20 168.0 (140) 2.4 (3.1) 1.8 (2.2)
TYPE DEM8045C (Quantity/reel; 1000 PCS)
EATHSE G NE SAEREHE () SARSEAMER" @) KSAREEFRRY @E)
Inductance Temperature
T'S):rto Inductance® Tolerance ResisDthce(z’ Dec;re:/lse CL%rrent“) Rise Current®
Number (uH) ) (mQ) Max. (Typ.) bl e AT=40°C
T T =30% (A) Max. (Typ.)
1217AS-H-1R5N 15 +30 7.6 (6.5) 11.2 (15.0) 9.4 (11.0)
1217AS-H-2R2N 22 +30 9.9 (8.3) 9.3 (12.4) 8.7 (10.0)
1217AS-H-3R3N 3.3 +30 14.4 (12) 7.7 (10.3) 6.8 (8.0)
1217AS-H-4R7N 4.7 +30 18.0 (15) 6.7 (9.0) 6.3 (7.4)
1217AS-H-6R8N 6.8 +30 27.6 (23) 5.2 (7.0) 4.8 (5.6)
1217AS-H-8R2M 8.2 +20 33.6 (28) 4.8 (6.4) 45 (5.3)
1217AS-H-100M 10 +20 39.6 (33) 43 (5.7) 3.9 (4.6)
1217AS-H-150M 15 +20 52.8 (44) 3.3 (4.4) 3.5 (4.1)
1217AS-H-220M 22 +20 93.6 (78) 2.9 (3.9) 2.4 (2.8)
1217AS-H-330M 33 +20 132.0 (110) 2.3(3.1) 2.2 (2.6)
1217AS-H-470M 47 +20 204.0 (170) 2.1(2.8) 18 (2.1)
(1) Inductance is measured with a LCR meter 4284A (Agilent (1) LCR{3R4284A (AgilentiAR)8% & Ih e B BRI 25 #E 100kHZ T~
Technologies) or equivalent. HEEE,
Test frequency at 100kHz (2) BT HAL F FAZR34420A (AgilentiiAR) 53541 (HIOKN)MXE
(2) DC resistance is measured with 34420A (Agilent Technologies) or REPR. (GFMEIREAH25°C)
3541(HIOKI). (Reference ambient temperature 25°C) () ARFRAERBHTEERUTHEE PELE/NH—1: SlEBKE
(3)Maximum allowable DC current is that which causes a 30% MEHNMEPER30%, HELEIREAS40°C,
inductance reduction from the initial value, or coil temperature to (&ZFEFEEE20°C) .

rise by 40°C, whichever is smaller. (Reference ambient
temperature 20°C)




