
  Pan/Tilt Type (PT Type)
85

12
8

Body

Lens 

Tilt-bracket

Cable Gland10
2

Pan-bracket

Φ
4.

9

[Cable Specifications]
 AWG22x2 wires
 length: 3,000mm 

* Rear-mount Hole
(2-M5, Pitch: 16)(4-M6, Pitch: 45)

How to Order

Speci� cations

CLN-24-CD-PT-EX
Movable Type

PT : Pan/Tilt

Dimensions  (Unit: mm)

S type

（15.5）

9.3

2S:250  3S/3C:350  6S:650
350

4-φ5.5

376

360

10.5(13)

90 Mounting Pitch
12　Sliding Width50

56

56
20

.5
40

(1
.5

)

(2
)

(0
.7

)
23

5.2

5.2×7.2

(15.5)

170
6

(1
2.

5)

4.
9

Minimum bending
radius : 24mm

Mounting
Surface Name Plate

Name Plate

Cable length:500mm
from wire exit
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2：N/C 1：＋IN

3：−IN 4：N/C

Pin Assignment
M12 Plug

2：N/C 1：＋IN

3：−IN 4：N/C

Pin Assignment
M12 Plug
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C type

How to Order

Speci�cations 

CLK3S-24AG-CD-EX

CLK6C-24AG-CD-EX

CLK-□□-24□-□-EX

S: Side-exiting Cable  C: M12 Quick Disconnect
Wiring Specifications

Color
CD: Daylight
CN: Natural White

AG: Aluminum & Glass
SG: Stainless Steel & Glass

Illumination Area Size
2: 200mm  3: 300mm  6: 600mm

Body & Lens

Dimensions  (Unit: mm)

Explosion-Safe LED Work Light

FEATURES
•	 Aluminum Housing
•	 Tempered glass lens
•	 IP66G/67G/69K ratings
•	 Explosion-safe for gas and dust
•	 Suitable for Zone 2 and Zone 22
•	 Temperature Range of -400C to +600C 
•	 CE Compliance in accordance to ATEX
•	 1,200 lx (3S/3C) and 2,100 lx (6S) brightness
•	 Outdoor installation allows Upright installation only
•	 LED Color Temperatures of 6,500K (CD) and 5,000K (CN)
•	 Stainless Steel Housing (available for 350mm long models)
•	 250mm length (2S, 350mm length (3S/3C), 650mm length (6S) available
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CE      II 3GD Ex nA IIC T4 Gc, Ex tc IIIC T135oC Dc IP65 94/9/EC (ATEX) CENELEC: EN 60079-0, EN 60079-15, EN 60079-31

C
LK

-EX

Model CLK-   -24-   -  -EX
Color Code (Color) Natural White (CN) / Daylight (CD)
Rated Voltage DC 24V
Operating Voltage Range DC 24V ±10%
Rated Consumption Current 522mA ±40mA (3S / 3C Type)
Light Source High intensity LED x 18 elements (3S / 3C Type)
Luminous Intensity at Optical Center (lx at 1m) 1200 (3S / 3C Type)
Main Unit Material Body: Aluminum Alloy or Stainless Steel   Lens: Tempered Glass
Operating Temperature Range -400C to +600C (90% RH, no condensation)
Mounting Location/Direction Indoor / Any Direction
Protection Rating IP66G/67G (JIS C 0920)/69K (DIN 40050 part 9) (excluding cable ends)
Vibration Resistance 19.6m/s2 
Mass (Tolerance ±10%) 1.49kg
*1 : The LED Work Light can only be installed in places where risk of mechanical danger is limited to an impact energy of 2 Joules. (1kg mass dropped at a 20cm height)

Daylight 
Natural White

Explosion-Safe
IP66G/67G/69K

CLK-EX




