
10

'P'

A/FLAT.

E

(SEE TABLE)

1.14 MIN.

(0.045) MIN.

FOR QTY. OF
SLOTS

3 SLOTS FOR ONLY

(8 & 10 SIZES.)

3.17±0.43

15°±2°

THREAD SIZE `A'

CSK. 150° TO MAJOR
DIA. (BOTH SIDE)

3 HOLES EQ. SPACED

Ø 1.07 MIN.

(SEE REQUIREMENT.)
(BOTH SIDES)

CHAMFER

(0.125±0.017)

(0.042)

ALTERNATE CRIMP

R. 0.53 MIN.

6 CRIMP DESIGN
EQUALLY SPACED.

15°±5°

0.30 MAX.

CLEARANCE

DESIGN

(0.012)

(0.021)

Series Number

Dash Number (see sheet 1)

Safety Wire Holes
(see note 4)

(see note
3)

ITV /28 -11    F    C
Ordering Information: (Proprietary)

Specification Sheet Number

NB-Nickel Aluminium Bronz
CD- S. Steel Passivated

Class:Alumimium
A - Hard Anodic
B - Zinc Nickel finish
F - 48 hrs. Electroless Nickel finish
W - Aluminium, 500 hrs. Cadmium Olive Drab
EB - Cad Free Zinc Cobalt-Olive Drab finish
FB- Cad Free Zinc Cobalt-Black finish

Requirements:
Material - Panel Nut : Machined Aluminium Alloy
Used in Connector : MIL-DTL-38999, Series III, & IV (Jam Nut Receptacle)

Dash Number (see sheet 1)

Class:
F- Electroless Nickel Finish
W- Aluminium, 500 hrs. Cadmium Olive Drab

Safety Wire Holes

/28 -11    F   C

(see note 4)

(see note 3)

Ordering Information: (QPL)

MIL Number Prefix

JD38999

Specification Sheet Number

Specification Sheet Number

09

15

–--

17

–--

19

21

23

25

–--

M17X1-6H

Dimensions
Dash
 No.

1

2

3

4

5

6

7

8

9

10

11

12

Shell size

11

13

–--

13

15

–--

17

–--

19

21

23

25

–--

11

M20X1-6H

M25X1-6H

M28X1-6H

M31X1-6H

M32X1-6H

M34X1-6H

M35X1-6H

M38X1-6H

M41X1-6H

M44X1-6H

M47X1-6H

16.04/16.15

19.07/19.15

–--

–--

–--

–--

–--

–--

–--

–--

–--

–--

24.0

P
Hex.

21.82
27.0
24.99
32.0
29.77
36.0
32.91
41.0
39.26
37.0
36.12
41.0
39.25
41.0
39.25
46.0
42.47
50.0
45.61
51.23
49.25
55.0
53.54

Ser-IVSer-III
Modified
Minor Dia

‘A’ Thread
Size


