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‘ IVd| 201 | INILI T7GVL 33S
t | PART NUMBER | PART NUMBER | PART NUMBER | v ron' o 17 v o
| (MATED PAIR) | (FEMALE) (MALE) LR DESCRIPTION DATE
m sq mm (AWG)
— |PV-080511-000] PV-080511-F | PV-080511-M| 2.5 (14)
GOk PV-080509-000] PV-080509-F | PV-080509-M | 4.0 )
e PV-080510-000] PV-080510-F | PV-080510-M | 6.0
=
m
=
o,
= C
N
& c
C
5 USE O-RING FOR ROUND MOUNTING HOLE, =
- "LAT GASKET FOR D-HOLE -
@ 5714 .005 o~
4. SPECIFICATION: (14 5+ 10] m
@ 5714.005 -
[14.54+.10] &
CONTACLT 51t > 5MME/AWG | 4 IMME 1 AWG | 2 SMME / AWG 1 0 5
RATED CURRENT 364 45\ 50
(AT 85°C AMBIENT) ¢ / =
RATED VOLTAGE 1000V (TUV) 1000V (TUV) 1000V (TUV) i
. 500V (UL) 500V (UL) 600V (UL) ¢ ct. 005 =
CONTACT RESISTANCE 0.25mC) TYP. 0.25mC) TYP. 0.25mC) TYP. f 0 =
DEGREE OF PROTECTION,MATED | IP68 P63 P68 LISy ;3
SOCKET CONTACT MATERIAL COPPER, TIN PLATED |[COPPER, TIN PLATED |COPPER, TIN PLATED =
INSULATION MATERIAL PBT, UL94-VO PBT, UL94-V0 PBT, UL94-V0O ? < W
AMBIENT TEMPERATURE RANGE 40°C .. +90°C 40°C . +90°C 40°C .. +90°C «
N D-HOLE ROUND HOLE —
SIRIP LENGTH 7.0 mml9/32 ) 7.0 mml9/32 ) 7.0 mml9/32 ) MOUNTING HOLE
D-HOLE OR ROUND HOLE
3. CONTACTS SHOWN INSTALLED FOR REFERENCE ONLY
UNLESS OTHERWISE SPECIFIED SPECIFICATIONS POS | oTY PART NUMBER DESCRIPTION NOTE
2 COMPONENTS AVAILABLE IN BULK OPTIONAL L O PARTS LisT
TOLERANCES: i APPROVALS DATE
| THIS ASSEMBLY SHALL BE CERTIFIED RoHS COMPLIANT TO THE EUROPEAN KK T 0005 ANGLES: 7 N/ A e L AMPHENQ%{J%%%@NEORATION .
M| ores,  UNTON DIRECTIVE 2002/95/EC AS AMENDED PER 2005/618/€ Ty e LN | U
: R DESIGN MANAGER “har-
ffffffffffffffffffffffff e AL LENEL HELIOS BULKHEAD CONNECTOR ASSEMBLY
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