PRO.

Datasheet

RS PRO 10 mtr USB 2.0 A Male to A Female Active Booster
Extension Cable - Black

Stock number: 2206500

The RS PRO 10 metre USB 2.0 A male to USB 2.0 A female active booster cable, which has a black PVC
jack. The connectors and pins are made from nickel and also have PVC hoods.

The cable flex has copper wire conductors and drain wire, with an aluminium braid, foil shielding and has
an outer diameter of 5mm.

USB A male to A female cables are used to extend USB cables to connect a device such as printers,
scanners and some external hard drives to a computer.

PIN Assignment 8 | USB SOLDER TYPE SHELL NICKEL BLACK INSULATION
A B 5 | USB(A)M TYPE BACK SHELL,GOLD PLATED
] R a 4 | USB(A)M TYPE FRONT SHELL, GOLD PLATED
3 | JcREEN 3 3 | USB(A)M SOLDER TYPE BLACK INSULATION
4 —\?l—“L 4 2 | USB(A)F SOLDER TYPE SHELL NICKEL BLACK INSULATION
shell shell 1 | USB CABLE:RZ725 (152804 2C5244)+ AL+ BOSHIEDS 0, 12C0PPER. O0:5.0mm BLACK

RoHS / REACH / CE



