Classic LED Lamps

CLA LEDGIobe D 7-50W G120 E27 820 GOLD

Featuring a classic heritage design, LED Deco Classic
delivers beautiful, decorative warm-white light while saving

around 90% on energy costs.
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Classic LED Lamps

Product data

¢ General Information

Cap-Base

Bulb Shape
Nominal Lifetime
(Nom)

Switching Cycle
B50L70
Technical Type

Light Technical

Color Code
Luminous Flux
(Nom)

Luminous Flux
(Rated) (Nom)
Color Designation
Correlated Color
Temperature (Nom)
Luminous Efficacy
(rated) (Nom)
Color Consistency
Color Rendering
Index (Nom)
LLMF At End Of
Nominal Lifetime
(Nom)

Power (Rated)
(Nom)

Lamp Current (Nom)
Wattage Equivalent
Starting Time (Nom)
Warm Up Time To
60% Light (Nom)

Operating and Electrical

E27 [ E27]
G120 [ G 120mm]
15000 h

20000X

15000
7-50W

820 [ CCT of 2000K]
630 Im

630 Im

Flame
2000 K

90.00 Im/W

<6
80

70 %

7W

40 mA
50 w
05s
05s

Dimensional drawing

D

Power Factor (Nom)
Voltage (Nom)

Controls and Dimming

Dimmable

Mechanical and Housing

Bulb Finish

0.7
220-240 V

Yes

Gold Clear

Approval and Application

Energy Saving
Product

Suitable For Accent
Lighting

Energy Efficiency
Label (EEL)

Energy Consumption
kWh/1000 h

Product Data

Full product code
Order product name

EAN/UPC - Product
Order code
Numerator - Quan-
tity Per Pack
Numerator - Packs
per outer box
Material Nr. (12NC)
Net Weight (Piece)

Product

Yes
No
A+

7 kWh

871869657577200

CLA LEDGlIobe D 7-50W G120 E27
820 GOLD

8718696575772

929001229102

1

6

929001229102
0.115 kg

filament 7W-60W 620Im NAD 2200K E27D

D C

CLA LEDGlobe D 7-50W G120 E27 820 GOLD 125 mm 188 mm
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Classic LED Lamps

Photometric data

General Uniform Lighting

Candle 7.0w 2000K B22G120 9290012579
1x630Im
Polar intensity diagram Quantity estimation diagram UGR diagram
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Utilisation factor table Luminance Table
Light output ratio 1.00
Service upward 053 Reflectances (%) for ceiling, walls and working plane (CIE) pane| 00| 150( 300 4s0| eoo| 70| 0]
Service downward 047 Room ™50 "0s0 | 070 070 070 070 | 050 050 | 030 030 | o0 o
Index | 050 050 | 050 050 050 030 | 030 00 | 030 010 | 000 50, 1708, 1706, 1708, 17081 1708, 17081 1708
CIE flux code 12 37 68 47 100 k 030 010 [ 030 020 010 010 | 040 010 | 010 010 | 0.00 500 1819] 1819] 1819] 1819] 1819] 1819] 1819)
sso| 1924 1924|1924 192] 1924 1920] 1924
UGRcen (4Hx8H, 0.25H) 19 060 | 032 030 | 029 028 027 020 | 06 012 | 012 009 | 003 00| 2025 2005| 2025| 2025 2025 2025| 2025)
080 | 040 038 | 036 035 034 027 | 021 047 [ 047 013 | 006 650, 2118] 2118 218} 2118] 2118] 21181 2118}
100 | 048 044 | 043 041 040 032 | 026 021 | 020 016 | 008 700 2210 2210 2210 2210 2210 2210 2210}
125 | 055 050 | 050 048 046 038 | 031 026 | 024 020 | 010 7s0] 97| aa9r| 27| maor| zayr|_aawr| oo
2o | o7 ais | ois 060 037 aso | o 0% | o o | ov w0l mol 1l hwl 1] Bl il e
o
250 | 076 067 | 069 065 062 055 | 046 041 | 036 033 | 020 850| 2508 2508 2508| 2508 2508 2508| 2508
300 | 081 071 | 073 069 065 059 | 049 045 | 039 036 | 022 00| 207) 27| 2oyl 26w7) 26%7) 2e7] 2ev)
400 | 088 076 | 079 074 070 065 | 054 050 | 044 041 | 026 (cd/m’)
500 | 032 079 | 0m 078 073 oes | 057 054 | 046 044 | 029
Ceiling mounted
2164312 2016-03-08
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