
Honeywell Miller H500 Harness 
(North America) 

Working at height can be a taxing job. Not only are construction workers generally at risk of serious 
injury or fatality, but long hours spent in a heavy, restrictive harness can be uncomfortable, painful, and 
cumbersome, leading workers to be less compliant and putting themselves more at risk. 

Honeywell recognized the need for change and revolutionized a new generation of light weight safety 
harnesses. The Honeywell Miller H500 integrates anatomically and ergonomically designed breathable 
paddings, offers more freedom of movement, and introduces a variety of other new features, including a 

new smart anti-tangle solution for a hassle-free donning experience. 

The Honeywell Miller H500 Safety Harness synthesizes safety, quality, and comfort. Whereas other harnesses 
protect workers from serious injury at the expense of their long-term well-being, the Honeywell Miller H500 aims 
beyond compliance to keep workers safe and supported – making your job easier and keeping you safer. 

Materials 
Webbing 

Elastic Keepers: 

Thread: 

Grommets: 

*Hardware:

Back,Shoulder 

Pads: 

Pad Mesh Shield: 

Label Pack: 

Stretchable Polyester (Neon Green or Black) 

Elastic 

Polyester 

Stainless Steel 

Zinc Plated Steel or aluminum with clear chromate 

Nylon 

EVA Foam 

Polyethylene, Polyester 

*All hardware meets ASTM (50) fifty-hour salt spray.

Technical 
Max. Working Load: 

Webbing Min. Tensile: 

*D-Ring Min. Tensile:

 420 lbs. (190.5kg)

5,000 lbs. (22 kN) 

5,000 lbs. (22 kN) 

Certification 
Harness meets OSHA 1926.502, ANSI Z359.11, and **CSA Z259.10 

** Harnesses meet variations of CSA classes A, L, and P. See labels for details



Ordering Information 



Toll Free 800.873.5242 (press 4)  hsptechsupport@ honeywell.com  www.safety.honeywell.com 

http://www.safety.honeywell.com/

