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PE BINDERS 
41-090-14xx 

 

 

Basic black conductive polyethylene ring binders 
 
 
Product specifications 
 
Material:     Conductive carbon-loaded PE 
Colour:     Black 
Appearance:    Pinseal 1 side 
Surface resistance:    <10e5Ω 
ESD logo:     Printed on the spine 
Thickness:     1.8mm 
Shelf life:     Permanent 
Heavy metals:    < 100 ppm. RoHS compliant 
 
 
Material properties 
 
Using temperature (max):   60°C 
Elasticity:     1200 Mpa 
Impact resistance:    11 kj/m² 
Tensile strength at break:   33 Mpa 
 
 
Part Number and Features 
 

Part Number Description Label holder Ext. Spine Width 

41-090-1421 A4 ring binder No  25 mm  

41-090-1421a A4 ring binder Yes  25 mm 

41-090-1422 A4 ring binder No  55 mm  

41-090-1422a A4 ring binder Yes  55 mm 

41-090-1423 A4 ring binder No  65 mm  

41-090-1423a A4 ring binder Yes  65 mm 

41-090-1481 A4 ring binder No  55 mm  

41-090-1481a A4 ring binder Yes  55 mm  

41-090-1568 A3 ring binder No  55 mm 

 


