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WIRE RANGE

(mm²)

WIRE CRIMP
 Drahtcrimp

INSUL-CRIMP
Isol - crimp CRIMP HEIGHT 

Crimp-Hoehe

APPLICATION TOOL
 Anschlag-WKZ

HAND TOOL
Handzange

A B C D E
SINGLE WIRE

SEAL 
Einzeldichtung

DEAD END
PLUG

BlindstopfenSRTIP FORM / Bandware

CRIMP DIMENSIONS (mm)
 Crimpabmessungen (mm)

EXTRACTION TOOL
 Ausdrueckwerkzeug
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SECTION B-B
Schnitt B-B

SECTION A-A
Schnitt A-A
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 CONTACT ZONE SELECTIVE 
    PRE SILVER PLATED MIN 3-4.5 µm
    Kontaktzone selektiv
    vorversilbert min. 3-4.5 µm

 CONTACT ZONE SELECTIVE 
    PRE SILVER PLATED MIN 1-1.5 µm
    Kontaktzone selektiv
    vorversilbert min. 1-1.5 µm

 CONTACT BODY: ELECTRO TIN PLATED OVER NICKEL
    CONTACT AREA: GOLD PLATED
    Kontaktkoerper: gal. verzinnt ueber Nickel
    Kontaktzone: vergoldet

 CONTACT BODY: ELECTRO TIN PLATED OVER NICKEL
    CONTACT AREA: SELECTIVE NICKEL PLATED 2-4µm
    Kontaktkoerper: gal. verzinnt ueber Nickel
    Kontaktzone: selektiv vernickelt 2-4 µm

 CONTACT BODY: ELECTRO TIN PLATED OVER NICKEL
    TOUCHING AREA TO CANTILEVER SPRING:
    SELECTIVE AU PLATED OVER NICKEL
    CANTILEVER SPRING: COMPLETELY AU PLATED
    Kontaktkoerper: gal. verzinnt ueber Nickel
    Anlageflaeche zur Ueberfeder
    selektiv Au ueber Ni beschichtet
    Ueberfeder: komplett Au beschichet

 CONTACT BODY: ELECTRO TIN PLATED OVER NICKEL
    TOUCHING AREA TO CANTILEVER SPRING AND CONTACT AREA
    SELECTIVE AU PLATED OVER NICKEL
    CANTILEVER SPRING: COMPLETELY AU PLATED
    Kontaktkoerper: gal. verzinnt ueber Nickel
    Anlageflaeche zur Ueberfeder Kontaktzone
    selektiv Au ueber Ni beschichtet
    Ueberfeder: komplett Au beschichet

  PREFORMT ISO-AREA
     ONLY FOR PN: 1241962-1
     Isoflanken vorgeformt
     nur bei PN:1241962-1
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SECTION B-B
Schnitt B-B

WIRE CRIMP
Drahtcrimp

  WRAP CRIMP
     ONLY FOR PN:927839,927840
     928989 AND 928990
     Umfassungscrimp
     nur bei PN: 927839,927840,928989 und 928990

 TRANSITION ONLY FOR PN 927827,927828,927829,
    927830,927833,927834,927837,AND 927838
    Uebergang nur fuer PN 927827,927828,927829,
    927830,927833,927834,927837,und 927838

 1-3µm Sn28M LAYER FOR HIGHER 
    TEMPERATURE REQUIREMENTS
    1-3µm Sn28M Schicht fuer hoehere
    Temperaturanforderungen

 DOTTED LINE IS ALTERNATIVE SHAPE
    Gestrichelte Linie alternative Form
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