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NOTES:
1. MATERIAL: HIGH PERFORMANCE COPPER ALLOY
2. FINISH:
222 - OVERALL TIN: 100 Ml MIN OVER NICKEL
228 - SELECT GOLD: 30 M MIN,
7.9 SELECT TIN: 100 M MIN
OVER NICKEL
17 PRODUCT SPECIFICATION: PS-46064-001
—_ R ( | 4. PACKAGING:
> E I | SR REEL PACK 4000 PARTS PER REEL: PK-46056-002
A - i f LOOSE PIECE 6,000 PARTS PER BOX: PK-5556-003
S. TERMINAL TO BE USED WITH ASSY NUMBER: 46065
6. WIRE SPECIFICATION: SEE CHART.
7. WHEN USING OVERALL TIN PLATED TERMINALS:
WIDTH FOR APPLICATIONS INVOLVING VIBRATION AND/OR
10 ﬁ 320 r 254 THERMAL CYCLING, MOLEX STRONGLY RECOMMENDS
( THE USE OF NYE LUBRICANT, NYOGEL 760G, ON
! THE MATING END OF THE TERMINAL. LUBRICANT
2.30 HEIGHT 3.48 ‘ © = “;7 MAY BE APPLIED BEFORE OR AFTER THE TERMINALS
i ARE INSERTED INTO THE HOUSING.
ROS R0.9
~SEE NOTE 7
SECTION Y-Y SECTION 7-7
CONDUCTOR CRIMP INSULATION CRIMP
INSULATION (CRIMPED) CONDUCTOR (CRIMPED)
LOOSE PACKAGED | REEL PACKAGED INSULATION HEIGHT WIDTH HEIGHT WIDTH
FINISH WIRE SPEC
MATERIAL NUMBER | MATERIAL NUMBER DIA MN | MAX | MN | MAX | MIN | MAX | MIN | MAX
46056-0004 46056-0002 222 - TIN UL1015 18/20 AWG | 252 / 281 | N/A | 320 | 270 | 290 | 105 | 145 | 150 | 170
46056-0005 46056-0003 228 - SELECT GOLD | UL1015 18/20 AWG | 252 / 281 | /A | 320 | 270 | 290 | 105 | 145 | 150 | 170
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