
Gegevensblad 5ST3612
Pin busbar, 10 mm2 connection: 5x (2-phase+AUX/FS) touch-safe

Versie
productmerknaam SENTRON

Algemene technische gegevens
aantal fasen 2

Elektriciteit
continustroom / nominale waarde 63 A

Product Details
producteigenschap / elektrisch geïsoleerd Ja

Aansluitingen
uitvoering van de elektrische aansluiting Stift

Mechanical Design
lengte 10 mm
nettogewicht 57,66 g

Certificaten
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https://www.automation.siemens.com/bilddb/index.aspx?objKey=P_I201_XX_06126


Declaration of Conformity other
Miscellaneous

Verdere informatie
Information- and Downloadcenter (Catalogs, Brochures,…)
http://www.siemens.com/lowvoltage/catalogs

Industry Mall (Online ordering system)
https://mall.industry.siemens.com/mall/nl/nl/Catalog/product?mlfb=5ST3612

Service&Support (Manuals, Certificates, Characteristics, FAQs,...)
https://support.industry.siemens.com/cs/ww/nl/ps/5ST3612

Image database (product images, 2D dimension drawings, 3D models, device circuit diagrams, ...)
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5ST3612

CAx-Online-Generator
http://www.siemens.com/cax

Tender specifications
http://www.siemens.com/specifications
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https://support.industry.siemens.com/cs/WW/nl/ps/5ST3612/Certificate?ct=444&ci=526&cao=553
https://support.industry.siemens.com/cs/WW/nl/ps/5ST3612/Certificate?ct=447&ci=502&cao=553
http://www.siemens.com/lowvoltage/catalogs
https://mall.industry.siemens.com/mall/nl/nl/Catalog/product?mlfb=5ST3612
https://support.industry.siemens.com/cs/ww/nl/ps/5ST3612
http://www.automation.siemens.com/bilddb/cax_en.aspx?mlfb=5ST3612
http://www.siemens.com/cax
http://www.siemens.com/specifications

