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DESCRIPTION: 981 SERIES RIGHT ANGLE BACKSHELL // WITH THUMBSCREWS

UNITS = inch

(2) BACKSHELL HALVES
(3) HOUSING SCREWS & NUTS (#4-40, RECOMMENDED TORQUE 5.2 in-lbs)
(2) THUMBSCREWS (#4-40, RECOMMENDED TORQUE 60 in-oz)
(1) GROMMET TREE (NON-CONDUCTIVE) [162-000-925R000]

BACKSHELL KIT INCLUDES:

DIMENSIONS (IN.)

1.850
2.314
2.84025

15 1.580
2.130

No. OF
PINS

9

A

1.265
0.639
0.650

1.300
1.300

B C D

0.197 ±0.012

A

B

C

D

0.628 1.300

GROMMET TREE SIZES INSIDE Ø
0.185"
0.248"
0.290"
0.324"

4-40 THREADS

981-YYY-130R121

POSITIONS
009
015
025

1 = THUMBSCREWS
MATERIAL
30 = ZINC

COLOR
12 = NICKEL OVER COPPER

PUT-UPS
1 = KIT

1.732±0.012

MATERIAL:
OPERATING TEMPERATURE:

DIE-CAST ZINC ALLOY, NICKEL PLATED
-45°C TO +120°C

0.059 ±0.006


