DeWALT DWS727-QS — 1600W Radial Mitre Saw

TECHNICAL SPECIFICATIONS

GROUP TECH ATTRIBUTE VALUE UNIT
230v Armature Resistance 230V 1.03 0
Field Resistance 230V 0.8 0
INPUT WATTS 1675 W
115/120v  Armature Resistance 0.28
Field Resistance #1 0.22 0
INPUT WATTS 1675 W
Common CE Lpa SOUND PRESSURE 9.7 dB(A)
CE Lwa ACOUSTIC POWER 106.3 dB(A)
Kwa ACOUSTIC POWER UNCERTAINTY 3 dB(A)
RPM 4000 MAX RPM
BLADE / DISC DIAMETER 250 mm
BLADE BORE 30 mm
BLADE TIP WIDTH 3 mm
WEIGHT 22 kg
BLADE BRAKE TIME <10 SECS
MAXIMUM BLADE SPEED 4000 RPM
MAX CROSS CUT CAPACITY 90 DEGREES 305 mm
MAX MITRE CAPACITY 45 DEGREES 215 mm
MAX DEPTH OF CUT 90 DEGREES 90 mm
MAX DEPTH OF BEVEL CROSS CUT 45 DEGREES 50 mm
MAX MITRE POSITION LEFT 50
MAXY MITRE POSITION RIGHT 60
MAX BEVEL POSITION LEFT 49
MAX BEVEL POSITION RIGHT 49
0° DEGREES MITRE - RESULTING WIDTH AT MAX HEIGHT 290 mm
45° DEGREE MITRE LEFT WIDTH AT MAX HEIGHT 200 mm
45° DEGREE MITRE RIGHT WIDTH AT MAX HEIGHT 200 mm
45° DEGREE BEVEL LEFT WIDTH AT MAX HEIGHT 290 mm

45 DEGREE BEVEL RIGHT WIDTH AT MAX HEIGHT 290 mm



