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BODY : BRASS TO BS 2874 CZ 121 z 8 |CHANGE No. 96/50  [26.2.96
CAPACITOR : MONOLITHIC MULTILAYER =
CONSTRUCTION INCORPORATING Rz COLOUR CODING
CERAMOX ®DIELECTRIC
b 4BA HEXAGON 6.4A/F
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MOUNTING DETAILS :
HOLE IN CHASSIS : 95.1 © m G‘=|=*®\ X
MAXIMUM CHASSIS THICKNESS : 1.6 (16 S.W.G.) — | CRINKLE WASHER
MINIMUM PITCHING : 8mm \
z NUT "
f THREADED TERMINAL
CHARACTERISTICS : NT
CAPACITANCE TOLERANCE : ~20% +80% S
PROOF VOLTAGE : 250V d.c. J L %EQ%TNHAFEOUGH
DISSIPATION FACTOR AT 1 kHz : LESS THAN 0.03 0.9 NOM
OPERATING TEMPERATURE RANGE : —40°C TO +100°C
VARIATION OF CAPACITANCE WITH TEMPERATURE (MAX) : £12% (22, 47, 100)
—55% +20% (330, 470, 680, 1000, 2200, 4700, 10000, 47000)
-80% +30% 100000) MATERIAL DRAWN
PERFORMANCE AS BS 9075 FO06 TYPE CAPACITANCE | COLOUR CODE | RATED VOLTAGE (Vds) AS STATED T.Davis
X - - —40/85'C 100°C FINISH C.HECKED
DLT 22 & DLTM 22 22 pF BLACK 100 50 Simon Russam
2BA M5 x 0.8 WITH DLT 47 & DLTM 47 47 pF YELLOW 100 50 PLATING APPROVED
BeCu CRINKLE WASHER BeCu CRINKLE WASHER | | DLT 100 & DLTM 100 100 pF WHITE 100 50 AS STATED |  91/47
THREAD | AS STANDARD — 0.3 THICK | AS STANDARD — 0.3 THICK | [ DLT 330 & DLTM 530 330 pF GREEN 100 50
— PLATING TIN — PLATING TIN DLT 470 & DLTM 4/0 470 pF ORANGE 100 50 TOLERANCE | DATE
DLT 630 & DLTM 680 680 pF GREY 100 50 04 6.80
GOLD T BS4292 Ay DLT 1000 & DLTM 1000 1000 pF BROWN 100 50 6.
TIN 55 THICK DLT 4700 & DLTM 4700 4700 pF RED 100 50
DLT 10000 & DLTM 10000 10000 pF BLUE 100 50
DLT 47000 & DLTM 47000 47000 pF LIGHT BLUE 100 50
LEADTHROUGH TERMINATIONS : TITLE
SILVER OR TIN=LEAD. SOLDERABILITY DLT 100000 & DLTM 100000 | 100000 pf | LIGHT BROWN 50 25 ULTRA — LOW
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